n IOWA DEPARTMENT OF TRANSPORTATION
District2 Office

428 439 St SW
Mason City, IA 50401

KIM REYNOLDS, GOVERNOR SCOTT MARLER, IOWA DOT DIRECTOR 563-380-0106
ADAM GREGG, LT. GOVERNOR TROY JERMAN, IOWA DOT COO . ) )
www.iowadot.gov
November 14, 2024
Chris Schveiger

Fayette County Sheriff’s Office
220 N Industrial Pkwy
West Union, IA 52175

Good morning:

Attached is your approved Utility Accommodation Permit/Application and Agreement to Perform Work Within State
Highway Right-of-Way along US 63 according to project plans, IDOT Standard Specifications, and the Policy for
Accommodating and Adjustment of Utilities on the Primary Road System.

10 DAYS PRIOR to commencing permitted work, permit holder and/or their subcontractor shall respond with a “REPLY
ALL” to THIS EMAIL and provide the following:

e 24 hr. contact name & phone number for the crew on site.
e Actual dates/times the crew will be on site for the permitted work.
(Please note: work on site may not be allowed if notification is less than 48 hours)

o If alane closure is necessary, provide date CARS 511 was contacted for notification.

In addition to the standard permit application requirements, the following special requirements shall apply to this
permit:

e NA

As a reminder:

e All personnel in the highway right-of-way shall always wear ANSI 107 Class 2 apparel when exposed to traffic or
construction equipment.

e A copy of the approved permit shall be always available on the job site for examination by Department personnel.

e Unless specifically noted in the Special Requirements section, all work performed with the right-of-way shall be
restricted to 30 minutes after sunrise to 30 minutes before sunset.

e All disturbed soils/grasses shall be graded/seeded/restored to the original condition upon completion of the
permitted work.

The permit’s expiration/completion date is 11/14/2025.


http://www.iowadot.gov/

|OWA | DOT

KIM REYNOLDS, GOVERNOR SCOTT MARLER, IOWA DOT DIRECTOR
ADAM GREGG, LT. GOVERNOR TROY JERMAN, IOWA DOT COO

If you should have any questions, please contact me.

Thank You,

Nick Sorenson

Engineering Operations Technician
District 2 Engineering Staff- Mason City
lowa Department of Transportation
428 434St SW

Mason City, IA 50401

641-394-3161 office

563-380-0106 mobile
Nicholas.sorenson@iowadot.us

IOWA.| DOT

IOWA DEPARTMENT OF TRANSPORTATION
District2 Office

428 439 St SW

Mason City, IA 50401

563-380-0106

www.iowadot.gov


http://www.iowadot.gov/
mailto:Nicholas.sorenson@iowadot.us

QIUWA DOT APPLICATION AND AGREEMENT FOR USE OF
Form 810025 (1129 HIGHWAY RIGHT-OF-WAY FOR UTILITIES ACCOMMODATION

FOR DEPARTMENT USE ONLY

i Highway Number County

PR 05 4 004 08’63 Howard
DOT Project Number Expiration/Completion Date

NHS-63-9(17)--19-45 11/14/25

2 Middle Initial | Last Name Phone Number Ext.
s Name Chris J Schveiger 563-422-6067 | 240

Phone Number Ext.
Company Name
Fayette County Sheriffs Office . 563-422-6067 | 0
Street Address ! City/T own _ ‘| State | ZIP Code
220 N Industrial Pkwy West Union 1A 52157
e-Mail Address Secondary e-Mail Address
cschveiger@ fayettecountyso.us

A 4 T10 O BE A O ODA D

The installation shall consist of: . _ ‘o . _
Fayette County Sheriff's Office is requesting permission and permitting to place two hard wired license plate
reader cameras (LPR) on an existing YEILD sign. The YEILD sign is located on the northwest part of the
intersection of Highway 9 and Highway 63 in Howard County lowa. The existing YEILD sign will be removed,
and a taller pole will be placed in its location. The pole will be 18 ft long DOT rated break away pole that will be
laced into the ground. This will aliow the cameras to be placed 14- 15 ft in the air for optimal photos. The
F;EILD sign will then be reinstalled onto the pole. The cameras will be wired with two CAT 5 cables that will have
to travel down the installed pole and be buried into the ?round at the code recommended depth. The wiring of
the cameras will be done by M| Energy and a licensed electrician. M1 Energy will also be supplying the power at
this location. A photo will be attached to provide a visual aid.

and shall be located as shown on the detailed plan attached herelo. (See current lowa Department of Transportation Utility

Accommodation Policy for submittal of detailed plan requirements, See Section 115.8 (3).) sl Wrightofis tilityPolicy. pdt
WORK SITE LOCATION

The proposed work as described above is located in Section _22 e T 099N - s S
Range 12W on Highway No, __63 generally located __ __1£§§_ . {miles) _ ___'\io_ﬂfh_,a,_
(direction) from Chickasaw (city, county line, or other landmark).Work proposed is more
speclfically located as being from _ 225.22 _ (Milepost #) and 102+02 __ (Highway Station)
to . 29295929 e o (Milepost#) and ~ 102+02 _ . (Highway Station) on the Lt . side of highway.

Disclosurs Statement: The information furnished on this form will be used by the Department of Transportation to determine approval or denial of the
application. Failura to provide all pertinent informiation will result In denial of the application, Information fumished is public information and copies may
be provided to the public upon request.

The Uty company, corporation, applicant, permit holder or licensee, {hereinaiter referred to as the Permil applicant) agrees with e
lowa Depariment of Transpertation (hereafier referred to as the Depariment) that the following stipulations and those special
requirements as listed on this document shall govern under this permit after It is approved by the Department.

A. General

1. The installation shall meel the requirements of local municipal, county, state, and federal franchise rules and regulations,
regulations and directives of the lowa State Commerce Commission; the lowa Department of Natural Resources, all rules and
regulations of the Department and any other laws or regulations applicable,

2. The Permit Holder shall be fully responsible for any future adjusiments of the facilities within the established highway right-of-way
caused by highway construction or maintenance operations,

3. As per Seclion 115.8(8) of the Utility Accommodation Policy, As-Built plans are due within 90 days after completion of construction,
the utility owner shall submit to the district representative an as-built plan.

4. The work described in this permit shall be completed as proposed in compliance with the stipulations and special requirements
within one year from the date Depariment approval is received for said request. Failure on the par of the Permit Holder to abide by the
stipulations or in constructing the werk described as stipulated and within the time frame stated shall render this agreement and
request null and void. The Permit Holder also agrees {o save the Slate of lowa and the Department harmless of any damages or
losses that may be sustained by any petsan, or persons, on account of the conditions and requirements of this agreement,

5, Non-cgmpliance With any of the terms of the Department's policy, permit, or agreement, may be considered cause for shut-down of
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The utility company, corporation, applicant, permit holder or licenses, (hereinafter referred to as the Permit applicant) agrees with the lowa Department of
Transportation (hereafter refetred to as the Department) thet the following stipulations and those spacial requirements as listed on this document shall govern under
this permit after it is approved by the Depariment.

A General

1. The Ihstallation shall nieet the raquiremerits of local municipel, county, state, and faderal franchise rules and regulations, regulations and directives of the lowa
State Gommerce Commission; the lowa Department of Netural Resources, all rules and fagulations of the Department and any other laws o regulations applicable.

2. The Permit Holder shall be fully responsible for any future adustments of the facilities within the established highway rght-of-way caused by highway construction
or maintenance operations. ) .

3. As per Secfion 116.8(8) of the Utllity Accommodation Pollcy, As-Built plans are due within 80 days after completion of construction, the utllity owner shall submit
to the distrlet represantative an as-hullt plan.

4. The work described In this perimit shall be completed as proposed in compliance with the stipulations and special requirements within one yeer from the date
Department approval s received for sald requast. Fallure on the part of the Permit Holder to ablde by the stipulations or in constructing the work described as
stipulated and within the time frame stated shall render this agreement and request null and veid. The Permit Holder also agrees to save the State of lowa and the
Department harmless of any damagas or losses that may be sustained by any person, of persons, on acsouirt of the conditions and requirements of this agreement.
5. Non-compllance with any of the terms of the Department's policy, permi, or agresment, may be considered cause for shut-down of construetion oparetions,
revocation of the permit, or withholding of relocation reimbursement and/or withholding of future application approvals until compliance is confirmed. The cost of any
work deemed necessaty to be performed by the State in removal of non-complying construction will be assessed against the Permit Holder.

B. Construction and Maintenance
1. The location, construction and maintenance of the ulility installation covered by this application shall be in accordance with the current Department's Utility

Accommadation Policy. https:/fiowadot gov/rightofway/pdfsAUtilityPolicy. pdf

2. Before beginning any work in the highway right-of-way, it Is the responsibility of the Permit Holder to obtain an easement from the drainage district if necessary.
The Department assumes no responsibility for advising the Permit Holder of each location of a drainage district crossing. It is the Permit Holder's responsibllity to
locate these crossings and obtain any necessary easements or permission from the drainage district. See Gade of lowa, Chapter 468 for additional information.

3. A copy of the approved permit shall be available on the job site at all times for examination by Department personnel.

4. Operations in the construction and maintenance of this utility Instaliation shall be cartled on in stch a manner as to cause minimum irterferance to or distraction
of traffic on said highway.

5. Traffic protection shall minimally be in accordance with Part VI of the current Manual on Uniform Traffic Control Devices for Streets and Highways. The applicant
shall be responsible for correctly using traffic contral devices including signs, warning lights, and channelizing devices as needed while work is in progress of the
clear zone Is impacted. Flagging operations are the responsibility of the applicant. The Depatments TG XXX Seres Standards are the preferred traffic control
spacification plans._htfp:/wwwlowadot.gov/design/stdplne te

6. The applicant shall seed and mulch all disturbed areas within the higtway right-of-way and shall be responsible for the vegetative cover until it becomes well
established. Any surfaced areas such as driveways or shoulders and sodded waterways and plantings which are disturbed shall be restored to their otlginal
condition, Any damaga to any other underground facilties during Installetion shall ba repaired atthe permit holder's expense.

1. All personnel In the highway right-of-way shell wear ANS! 107 Class 2 apparel at all times when exposad to traffic or construction equipment.

8. As per Policy Section 115.4(9) parking or storage in the clear zone is prohibited. When not in actual use, vehicles, equipment and materials shall not be parked or
stored within the clear zane or median,

9. Unless specifically noted in Speclal Requiremerts section, all work patformed within the right-of-wey shall be restricted to 30 minutes after sunrise to 30 minutes
before sunset.

10. Pedastals shall be placed within 12 inches of the right-of-way line.

11. All above and below ground appurtenances (pedestals, hydrants, drains, accesses, etc,) shall be marked with high visibility posts and signs. The minimum
height requirement for the signs shall be 5 foot. Urban Roadway Sections may be exempted with department approval,

C. Liablji

1. To the extent allowable by law, the Permit Holder agrees to Indemnify, defend, and hold the Department harmless from any action or liability arising out of the
design, construction, maintenance, placement of traffic contral devices, inspection, or use of the Permit Holder's fagilities. This agreement to indemnify, defend, and
hold harmless applies to all aspects of the Department's application review and approval process, plan and construction reviews, and funding patticipation.

2. The Permit Holder shall indemnify and save harmless the State of lowa, its agengles and employees, from any and all causes of action, suits at law or in equity,
for losses, damages, claims or demands, and from any and all liability and expense of whatsoever nature, arising out of or In connection with the Permit Holder's
use or occupancy of the public highway.

3. The State of lowa and the Department assume no responsibility for damages to the Permit Holder's property occasioned by any construction or malntenance
operations on sald highway if the facllities are not located in accordance with this permit.

4 The State of lowa, its agencies or employees, will be liable for expense incurred by the Permit Holder in its use and occupancy of the highway right-of-way only
when negligence of the State, its agencies or employees, is the sole proximate cause of such expense. Whether in contract, tort or otherwise, the liability of the

State, its agencies and employees, s limited to the reasonable, direct expense to repair damaged utilities, and in no eventwill such liablility extend to loss of profits
or business, indirect, special, consequential or incidertal damages.

D. Notification

1. The Permit Holder Is responsible for contacting lowa One-Call (1-800-292-8989) and raquest the location of all undsrground uliltties forty-elght (48) hours befare
excavation. Before beginning work In the highway right-of-way, the Permit Holder shall also contact any other known utlity loceted in the area of the proposed work.
2, The Permit Holder agrees to glve the Department forty-elght (48) haur notice of Its Intention to ‘statt construction or to perform routine mairtenance oh the
highway right-of-way. Sald notice shall be made to the local DOT contact person whose name is shown on Page 3.

3. 511 Notlfication - The Permit Holder or thelr contractor may not obstruct or close primary highways or primary highway extensions (stete highways within city
limits) without prior consent of the department, except in emergency situations. Before setfing up & lane closure or verticaVhorizontal restiction of any kind on a
primary highway, call the local DOT Maintenance Garage AND the Trafflc Management Center per attached documents. Except In amergency sifuations, & 10-day
advance notice Is required.  uttp:/Awww. owadot. govAraffic/ility/pdfs/5 11 UtilityN ofification, pelf

E.B erica

Buy America applies to relocations of utility facilities that must move due to highway projects under sertain specific conditions thet includa reimbursable locations
and relosations due to irterstate projacts.

Please contact the Department's Dishict Engineering Operation Technician (EQT) for mora information on Buy America requirements or visit the following link:
https:liiowadot.govirlghtofwaylUtllity-Accommodation-and.Coordinati on# 533652456 huy-amerioa ' Permit Number: 45U-2024-004
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FOR DEPARTMENT USE ONLY

Special Requirements - in addition to the stipulations above, the following special requirements shall apply to this permit:

Applicant Signature and Agreement

The undetsigned have read the stipulatians of this permit agreement as stated, as well as attachments which may be inc_luded, and by
signing this application agree to abide by all stipulations and to complete the work as proposed in compliance with the stipulations apd
attachments within one year from the date Department approval is granted for said request. Failure on the part of the applicant to abide
by the stipulations or to construct the work desired as stipulated and within the time frame stated shall render this agreement and request
null and void. The undersigned also agrees to save harmless the State of lowa and the lowa Depariment of Transpartation from any
damage or losses that may be sustained by any persen or persons on account of thg_c_onditions an:i requirements of this agreement.

Name of Agent (Print or Type} Agent/Owner (Signaturs} Title
Chris Schveiger Chris Schveiger
Name of Owner (Print or Type) Date

e-Mail Address

cschveiger@ fayettecountyso.us _ _ B ——
CITY ACTION (IF PROPOSED WORK IS WITHIN AN INCORPORATED CITY, CITY ACTION {S REQUIRED)

"The undersigned city joins in the grants embodied in the above permit executed by the lowa Department of Transportation on condition

that all of the covenants and undertakings therein running to the lowa Department of Transportation shall inure to the benefit of the
undersigned city and recommends action on said permit application as noted below by the delegated city official”.

[} rRecommend Approval [] poNot Recommend Approval [(] Mene Reguired
Signature Title Date

Type or Print Name Authorized Official for the City of

e-Mall Address

COLINTY ACTION (IF PROPOSED WORK CROSSES COUNTY RIGHT-OF-WAY, COUNTY ACTION IS REQUIRED)

"The undersigned county joihs in the grants embodied in the above permit executed by the lowa Department of Transpertation an
condition that all of the covenants and undertakings thereln running to the lowa Department of Transporation shall inure to the benefit of
the undersigned county and recommends action on sald permit application as noted below by the delegated county official".

D Recommend Approval [ ] Do NotRecommend Approval [ ] None Required

Signature Title Date

[~ lnterim Sheriff 10/25/24
Type or Prinf Name Authorized Official for the County of
Ryan Vandewalker Howard

e-Mail Address

rvandewalker@ howardcounty.iowa.gov

FEDERAL HIGHWAY ADMINISTRATION ACTION (WHEN REQUIRED)

D Recommend Approval D Da Not Recommend Approval D Neone Required
Authorized FHWA _R_ep resentative Signature Date

DEPARTMENT OF TRANSPORTATION EINAL ACTION

Ea Application Approved (] Application Denied Ermit Number: 45U-2024-004
Authorized Highway District Representative Signature Date

Nick Sorenson Mw&d/ Oeranasn 11/14/24
e-Mail Address

nicholas.sorenson@iowadot.us

Natice of intention to commenoe achivities on the highway rights-ofway shall be submitted by the applcart a minimum of 48 hours prior to
actually commencing the aclivilles as herain granted by this approved application, Netice 1s to ba given to the Yollowing lowa Department of
Transpoftation reprasentative, Exeépt in emergenclesa 10 day advance notice Is required for lana restrictions of any kind:

Local DOT Contact Person (Type or Print Name)
Jeremy Weber

Phone Number

641-394-2541
Strest Address City/Town State | ZIP Code
2;23 f\iith St New Hampton 1A | 50659
e-iai ress .
_jeremy.weber@iowadot.us Permit Number: 451).2024-004
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Acceptable Clear-zone Distances (feet).

FORESLOPES BACKSLOPES
Steeper than 6:1, 4:1 or .
design speed design ADT ?I:alttg: _ Lljop to and. tifﬁ%?; tr?;ﬁefflr* flatter., up to gélttz:
including 4:1 6:1
ADT < 750 7 7 w* 7 7 7
40 mph or less 750 < ADT < 1500 10 12 *x 10 10 10
1500 < ADT < 6000 12 14 el 12 12 12
ADT > 6000 14 16 *x 14 14 14
ADT < 750 10 12 ** 8 8 10
45— 50 mph 750 < ADT < 1500 14 16 el 10 12 14
1500 < ADT < 6000 16 20 *x 12 14 16
ADT > 6000 20 24 el 14 18 20
ADT < 750 12 14 w* 8 10 10
55 mph 750 < ADT < 1500 16 20 *x 10 14 16
1500 < ADT < 6000 20 24 el 14 16 20
ADT > 6000 22 26 *x 16 20 22
ADT < 750 16 20 ** 10 12 14
60 mph 750 < ADT < 1500 20 26 el 12 16 20
1500 < ADT < 6000 26 30 *x 14 18 24
ADT > 6000 30 30 el 20 24 26
ADT < 750 18 20 w* 10 14 14
750 < ADT < 1500 24 28 *x 12 18 20
65 — 70 mph
1500 < ADT < 6000 28 30 el 16 22 26
ADT > 6000 30 30 *x 22 26 28

* Backslopes as steep as 2.5:1 can be considered as part of the clear zone, as long as they are relatively smooth and do not
contain any fixed objects. Refer to Section 8A-4 of the Design Manual for information regarding backslopes steeper than 2.5:1.

** Since a vehicle traveling on a slope steeper than 4:1 is likely to be diverted to the bottom of the slope, the width of any slope
steeper than 4:1 cannot be counted in the clear zone determination. Refer to Section 8A-2 of the Design Manual for information
on providing clear recovery areas at the base of steep slopes.

E-5

01/2012




Clear-zone Distances for Highways

For freeways, expressways, rural two-lane highways, and transitional facilities, select the design clear-
zone distance from the appropriate clear zone table, using the mainline volume. For ramps that are
separate from the mainline, use the ramp volume. Ramp tapers and auxiliary lanes are special cases

and will be discussed later in this section. Note that since traffic speeds, traffic volumes, horizontal
curvature, and roadside geometry can all vary throughout a corridor, clear-zone distances must be

determined for each distinct roadway segment.

Preferred Clear-zone Distances (feet).

FORESLOPES BACKSLOPES
Steeper than 6:1, 4:1 or .
design speed design ADT ?I:alttz: _ lfp to and. tif:ﬂ?; tﬁ;ﬁefir* flatter: up to ?I'altt(;:
including 4:1 6:1
ADT < 750 10 10 *x 10 10 10
750 < ADT < 1500 12 14 ok 12 12 12
40 mph or less
1500 < ADT < 6000 14 16 *x 14 14 14
ADT > 6000 16 18 wx 16 16 16
ADT < 750 12 14 *x 10 10 12
750 < ADT < 1500 16 20 *x 12 14 16
45 - 50 mph
1500 < ADT < 6000 18 26 ok 14 16 18
ADT > 6000 22 28 *x 16 20 22
ADT < 750 14 18 el 10 12 12
55 mph 750 < ADT < 1500 18 24 *x 12 16 18
1500 < ADT < 6000 22 30 *x 16 18 22
ADT > 6000 24 32 ok 18 22 24
ADT < 750 18 24 *x 12 14 16
60 mph 750 < ADT < 1500 24 32 ok 14 18 22
1500 < ADT < 6000 30 40 *x 18 22 26
ADT > 6000 32 44 *x 22 26 28
ADT < 750 20 26 faled 12 16 16
65— 70 mph 750 < ADT < 1500 26 36 *x 16 20 22
1500 < ADT < 6000 32 42 ok 20 24 28
ADT > 6000 34 46 *x 24 30 30

* Backslopes as steep as 2.5:1 can be considered as part of the clear zone, as long as they are relatively smooth and do not
contain any fixed objects. Refer to Section 8A-4 of the Design Manual for information regarding backslopes steeper than 2.5:1.

** Since a vehicle traveling on a slope steeper than 4:1 is likely to be diverted to the bottom of the slope, the width of any slope
steeper than 4:1 cannot be counted in the clear zone determination. Refer to Section 8A-2 of the Design Manual for information
on providing clear recovery areas at the base of steep slopes.

E-4
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Form 531051 (02-20)

owADOT

CARS 511 Request Form

Email NEW CARS entries to lowaDOT.Traffic@iowadot.us. Updates and/or changes to the current CARS entries
may be emailed or by calling 515-237-3300.

If you need a press release for this project please contact Keven Arrowsmith in the Office of Strategic
Communications, by phone (515-239-1620) or email (Keven.Arrowsmith@iowadot.us).

General Information

Requester: E-mail address:

Does this project include Intellisent Work Zones? I:IYes DNO
Responsible RCE Office:

DGrimes DSioux City D Chariton

Djefferson D Cherokee D Cedar Rapids
[[Imarshalltown [] council Bluffs [] pavenport
D Mason City D Creston D Manchester
E]New Hampton DFairﬁeId DOther

Route and direction (N, S, E, W or Both)

DOT Project Number (if applicable)

Project description (PCC/HMA resurfacing or overlay, bridge replacement, new bridge, etc.

Project begin location (detailed description) (Do NOT use landmarks)

Project end location (detailed description) (Do NOT use landmarks)

County/Counties

24 hour project contact (for after-hours traffic control issues)

Name Phone (If none, please enter none)

Describe the impact on traffic

[CIclosed [ center lane closed [] Intersecting road closed

[C] Closed intermittently [C] Right shoulder closed [ Local road closures in area
[JIntermittent lane closure [] Left shoulder closed [] Left lane of exit ramp closed

[CJ Alternating lane closures [] Exit ramp closed [C] Road construction

[CIReduced to one lane [] Entrance ramp closed [] Work in the median

[CJReduced to two lanes [ Two center lanes are closed [C] opposing traffic

[JReduced to three lanes [ Left exit ramp closed [ single lane traffic alternating directions
[JRright lane closed [ shoulder closed [] slow moving maintenance vehicle

[ Left lane closed O Bridge is closed

Additional project information (pilot car, flagger, etc.)
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Will there be temporary overhead signals? (15’ standard height restriction) DYes El No

If yes, please provide the location of the temporary overhead signals.

Project begin date and time: Project end date and time:

Times of Closure I:] Continuous I:] Weekdays (Monday — Friday) I:l Nights

Times of closure (Actual times required)

Restrictions (Need help deciding appropriate restrictions? Call Motor Carrier Services at 515-237-3264)

Are there restrictions? DYes DNO (If no, please skip ahead to the “Detour information” section.
Are there width restrictions? DYes D No
Is the width restriction the entire length of the project? I:IYes I:INO

If yes, what is the width restriction?

If no, do you have the Restriction Tabulation sheet? EIYes D No
If yes, please attach the Restriction Tabulation Sheet.

If no, how many width restricted areas and bridges are within the project?

If you do NOT have the Restriction Tabulation Sheet, please complete the relevant information for each restricted area
or bridge.

1. Area or bridge # Travel direction [JN [s [JE [OW Measured width minus (at least) 1 ft.
2. Area or bridge # Travel direction [JN [JS [JE [JW Measured width minus (at least) 1 ft.
3. Area or bridge # Travel direction [JN [1S [JE [JW Measured width minus (at least) 1 ft.
4. Area or bridge # Travel direction [JN [1S [JE [JwW Measured width minus (at least) 1 ft.
5. Area or bridge # Travel direction [JN [Js [JE [Jw Measured width minus (at least) 1 ft.
6. Area or bridge # Travel direction N [Ods [Je Ow Measured width minus (at least) 1 ft.
7. Area or bridge # Travel direction [(JN [s [JE [OW Measured width minus (at least) 1 ft.
8. Area or bridge # Travel direction [JN [Js [JE [JW Measured width minus (at least) 1 ft.
9. Area or bridge # Travel direction [JN [Js [JE [JW Measured width minus (at least) 1 ft.
10. Area or bridge # Travel direction [JN [Js [JE [Jw Measured width minus (at least) 1 ft.
Are there height restrictions? I:IYes DNO (if no, please continue to next section)
If yes, do you have the Restriction Tabulation sheet? DYes DNO

If yes, please attach the Restriction Tabulation Sheet.
If no, how many overhead bridges are within the project?

If you do NOT have the Restriction Tabulation Sheet, please complete the relevant information for each overhead bridge

1. Bridge # or location Travel direction [ JN [JS [JE [JW Estimated Vertical Clearance
2. Bridge # or location Travel direction [ JN [JS [JE [JW Estimated Vertical Clearance
3. Bridge # or location Travel direction [ JN [Js [JE [w Estimated Vertical Clearance
4. Bridge # or location Travel direction [ JN [Js [JE [Jw Estimated Vertical Clearance
5. Bridge # or location Travel direction [JN [JS [JE [JW Estimated Vertical Clearance
6. Bridge # or location Travel direction [ JN [JS [JE [JW Estimated Vertical Clearance
7. Bridge # or location Travel direction [ JN [JS [JE [JW Estimated Vertical Clearance
8. Bridge # or location Travel direction [ JN [JS [JE [JW Estimated Vertical Clearance
9. Bridge # or location Travel direction [ JN [Js [JE [W Estimated Vertical Clearance

10. Bridge # or location Travel direction [ JN [s [JE [W Estimated Vertical Clearance
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Are there weight restrictions? E,Yes DNO D Unknown
If yes, what is the weight restriction?
Are there length restrictions? DYes I:,No EI Unknown

If yes, what is the length restriction?

Are these restrictions 24 hours per day? I:IYes DNO (If no, please enter the daily start / end times below.)
Enter the daily restriction START time And daily restriction END time

Additional information pertaining to restrictions (shoulder type and width, TBR, channelizing devices, etc.)

Detour Information
Is there a marked detour? EIYes DNO
If yes, are oversized loads allowed on the detour? I:IYes I:I No
If yes, are there restrictions on the detour? (height, width, length, weight)

If no, what restriction prevents oversize / overweight loads? (height, width, weight, length)

Do you have a map of the detour? DYes DNO
If yes, please attach the map of the detour
If no, please describe the detour in detail in the space provided below.

District Traffic Tech (contact for all detour restriction info)

Name Phone

Maintenance Garage responsible for detour:

Dynamic Message Signs (DMS)
Request use of permanent DMS is area: EIYes DNO

Proposed signs and messages

Have questions? Call Sinclair Stolle at 515-239-1933 or Rhonda Pecenka at 515-239-1123



END

W20-1
48" x 48"

Spacing = C

®

Length of Work Area

When a pavement edge drop-off exists, installa SHOULDER DROP-OFF

No pavement edge drop-offs greater than pavement depth will be allowed
during non-working hours.

Shoulder edge drop-offs shall be mitigated according to Article 1107.08.K2
of the Standard Specifications.

For work lasting less than one hour, refer to TC-1.

When the length of a pavement edge drop-off is 1000 feet or less, the
temporary fillet requirement of Article 1107.08 of the Standard
Specifications does not apply. Reduce channelizer spacing to 40 feet.

For work areas less than 200 feet long, use channelizers spaced at 20
foot centers or use a vehicle with an amber revolving light or amber
strobe light.

ROAD WORK
G20-2A
48" x 24"
<
—
°
F - L. *
7 ““““ - .
| -7
| Shoulder Line
I T —
I 5 devices -
|
[ | .
|
\\\\\\\\\\\ >
W20-1
48" x 48"
W8-9A
48" x 48"
sign.
LEGEND
Traffic Sign
9 SPEED @ @
42" Channelizer LIMIT A B ] T
(mph)
Work Area 35 or less 500" 250 40 100" ®
40-4 700' 350' 80’ 200’
Direction of Traffic 0-45 @
50 or greater 1000 500' 100’ @ 200’

"
:

END
ROAD WORK

G20-2A
48" x 24"

Possible Contract ltem:
Traffic Control

REVISION

9 [ 10-19-21

dowAaDpoT

TC-202

STANDARD ROAD PLAN

SHEET 1 of 1

REVISIONS: Updated specification reference.

Lt Yol

APPROVED BY DESIGN METHODS ENGINEER

WORK WITHIN 15 FT
OF TRAVELED WAY



http://www.iowadot.gov/erl/current/GS/content/1107.htm
http://www.iowadot.gov/erl/current/GS/content/1107.htm

END
OABRNURK W20-7A W20-4
- __— Spacing=C 48" x 48" 48" x 48"
G20-2A _ ©)
48" x 24" \ \\ 150'-300' >t G -l A \vrl\t‘ >\7A
] 1 1 .
,
- \ g -
o ® ° ° ° °
— 5. —
b b b b
END
7 @ 7 Lo @ ROAD WORK
ah F < T > E ah 7 Mile Max
5 devices G20-2A
48" x 24"
- H >
W20-1 W20-4 W20-7A
48" x 48" 48" x 48" 48" x 48"
END
ROAD WORK
G20-2A Advance signing for optional use of portable rumble strips
48" x 24"
1
<
- |
b b b b
| ©
A —— F -
RUMBLE
STRIPS Possible Contract Items:
AHEAD Flaggers
Traffic Control
</=\MO.\_ ) W20-9 W20-4 W20-7A
48" x 48 48" x 48" 48" x 48" 48" x 48" ) REVISION
LEGEND (1) Keep F and G distances as near to minimum values as work permits. ‘~—°E> qu 5 | 1018/22
However, to allow advancement of the work area without moving
f Traffic Sign signs, F and G distances may be varied within the limits of the table. -_-0 lN‘_ w
SPEED @ Maximum movement can be achieved by setting one F or G value at m._.>z U>xc xo>c ﬁ_l>z
u Flagger LIMIT A c E Fand G F+G H T the minimum and the other value at its maximum. SHEET 1 of 1
h Range Max. Max. REVISIONS: Added detail for use of portable rumble strips
® 42" Channelizer (mph) (2) Iflength of work area exceeds 1/4 mile, use TC-214. _
35 or less 250' 40' 0'-200' | 500-3000' | 3500' | 2000 50’ \Qﬁw&k\ﬂ)
Work Area APPROVED BY DESIGN METHODS ENGINEER
40-45 350' 80' 0'-200' | 700'-3000' [ 3700' | 2000 100’
== Direction of Traffic 50 or greater | 500’ 100" | 200'-300'| 1000'-3000'| 4000' | 2000 100’
LANE CLOSURE WITH FLAGGERS

_ _ _ Portable rumble strips



https://iowadot.gov/design/SRP/IndividualStandards/tc214.pdf

RURAL SEEDING

All areas disturbed by the applicant shall be reseeded using the seed mixture found in the
current Standard Specifications for Highway and Bridge Construction. Changes to the
seed mixture are subject to the approval of the district office.

Table 2601.03-1: Rural Stabilizing Crop Seeding Rates and Schedule
March 1 through October 31

Oat 50 Ibs. per acre
Grain rye 50 Ibs. per acre
Canada wildrye (Elymus canadensis) 5 Ibs PLS. per acre

November 1 through February 28 (or 29)

Oat 62 Ibs. per acre
Grain rye 62 Ibs. per acre
Canada wildrye (Elymus canadensis) 7 Ibs. PLS. per acre

For stabilizing crop only, Canada wildrye (Elymus canadensis) seed will not be
required to be certified as Source Identified Class (Yellow Tag) Source GO-lowa.

Canada wildrye (Elymus canadensis) seed shall be debearded or equal to
facilitate application of seed.

Table 2601.03-3: Permanent Seed Rates, Rural Areas
Fescue, Tall (Fawn) 100 Ibs. per acre
Ryegrass, Perennial (Linn) 75 lbs. per acre
Bluegrass, Kentucky 20 Ibs. per acre
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2102/70

Minimum Policy Requirements
Rural Section
Non-Freeway Highway

\

Overhead Utilities

- 20" MINIMUM ROW
o ) Line
| 2nouiger n
y, Area .,F
@ S PAVEMENT EDGE —
I %wn: sm._“vo.
* O
%obm <
; %~ Toe of
Ditch Area Foreslope |

Min. 48" Min, 48"

kY

_
_-. _
O\ 30" Communication _
_

|

36" Other Undergrounc
Facilities | ;
I Utilities
[ v P ™ ¢

( 0

OT 48" Eleciric Cable

MNotes:

Uttlities shall be locted between the toe of foreslope and the highway rcw line.
Utilities should be located as near to the highway row line as practical.

See Utility Policy, Section 115.13 for further details.



Tile Line Repair Guideline

Trench for
utility installation @

e S AN AN AN AN/

Tile Q |
i‘c . Replace damaged

Li@ subdrain in

accordance with
this Standard.

AN AN AN AN AN

Note:

Replacement of drainage tile shall be accomplished

so as to cause the minimum of disturbance to existing
field tile. The repaired drainage tile shall be left in a
functional condition with special emphasis placed on
maintaining existing flow line elevations.

—>‘ I@Wid‘th as required @

e V//A\Vl/ﬁ NTETATAN
&
Depth as |
7z S |
required %Earth Backfill
4 N
q I
B Lol
ISR TS

Damaged Subdrain

= A minimum of 24" shall be excavated
outside the normal utility trench wall or such
greater width as may be required to expose
a minimum of 12" of undamaged draln tile.

REPLACEMENT SCHEDULE - CASE A7
Existing Tile | 4 | 6| 8 | 10| 12] 15 21| 24| =24
Proposed
Subdrain Size
Concrete Pipe| - | - | 12] 15| 15| 18 24| 30| D+8"
Coated C.M.P. 1 10| 12] 15| 18| 21| 24 36| 36 *

* Replacement sizes provide equivalent capacity based on 8" settlement
assumming & 0.20% slope with n = 0.013 for concrete pipe and n = 0.025 for

corrugated pipe (Manning Formula)

NOTES:

Tile lines disturbed within the rigﬂht-of-way (outside the
Roadway Embankment Area * ) limits shall be repaired as
ollows?

May be repaired with schedule 40 PVC pipe of compatible

slze or 1n accordance with the replacement schedule-case

‘A" as listed above. Replacement with schedule 40 PVYC pipe
shall require using a connecting device of a Femco plain

and plain flexible pipe coupling or equal.

Tile lines disturbed within the "Roadway Embankment Area”
shall be replaced in accordance with the replacement
schedule - case ‘A’ stated above and as follows:

@Concrete collar to be placed around jolnt where existing
tile line and corrugated aluminized metal pipe connect.

E-10

Minimum length of corrugated metal pipe shall be 4 feet.
Minimur length of 2 feet on each side of the tile line
break location.

Trench shall be backfilled with 8 inches loose material,
compacted to 6 inches with & minimum of 954 compaction
of natural density.

A. Backfill and compact area around drain tile to be

completed by hand until new tile is completely covered.
Remainder of the trench shall be backfilled by accept-
able methods.

B. Area shall require inspection by the lowa Department
of Tramsportation inmspectors or’ their designate
personnel prior to backfilling of trench.

# "Roadway Embankment Area" is defined as the area lying

between the foreslopes of a two-larne roadway and from
near foreslope to far foreslope of a four lane roadway.

01/2012
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	The permit’s expiration/completion date is 11/14/2025.
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