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Special Requirements: 

 

All material or equipment shall be kept 10 feet off Right of Way during non-working hours.  

No hole shall remain open within the Right of Way during non-working hours.  

Right of Way shall be restored Immediately upon completion of project.  

No parking on Shoulders.  

No digging into side slopes of any road or highway shall be allowed.  

Proper traffic control must be used at all times.  

511 must be contacted 48 hours before any shoulder or lane closure.  

Supervisor must be contacted 48 hours before work begins. See page 3 of the permit. 
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Acceptable Clear-zone Distances (feet). 

 FORESLOPES BACKSLOPES 

design speed design ADT 6:1 or 
flatter 

Steeper than 6:1, 
up to and 

including 4:1 

Steeper 
than 4:1 

Steeper 
than 4:1* 

4:1 or 
flatter, up to 

6:1 

6:1 or 
flatter 

40 mph or less 

ADT < 750 7 7 ** 7 7 7 
750 ≤ ADT < 1500 10 12 ** 10 10 10 
1500 ≤ ADT < 6000 12 14 ** 12 12 12 
ADT ≥ 6000 14 16 ** 14 14 14 

45 – 50 mph 

ADT < 750 10 12 ** 8 8 10 
750 ≤ ADT < 1500 14 16 ** 10 12 14 
1500 ≤ ADT < 6000 16 20 ** 12 14 16 
ADT ≥ 6000 20 24 ** 14 18 20 

55 mph 

ADT < 750 12 14 ** 8 10 10 
750 ≤ ADT < 1500 16 20 ** 10 14 16 
1500 ≤ ADT < 6000 20 24 ** 14 16 20 
ADT ≥ 6000 22 26 ** 16 20 22 

60 mph 

ADT < 750 16 20 ** 10 12 14 
750 ≤ ADT < 1500 20 26 ** 12 16 20 
1500 ≤ ADT < 6000 26 30 ** 14 18 24 
ADT ≥ 6000 30 30 ** 20 24 26 

65 – 70 mph 

ADT < 750 18 20 ** 10 14 14 
750 ≤ ADT < 1500 24 28 ** 12 18 20 
1500 ≤ ADT < 6000 28 30 ** 16 22 26 
ADT ≥ 6000 30 30 ** 22 26 28 

 
 
* Backslopes as steep as 2.5:1 can be considered as part of the clear zone, as long as they are relatively smooth and do not 
contain any fixed objects.  Refer to Section 8A-4 of the Design Manual for information regarding backslopes steeper than 2.5:1. 

** Since a vehicle traveling on a slope steeper than 4:1 is likely to be diverted to the bottom of the slope, the width of any slope 
steeper than 4:1 cannot be counted in the clear zone determination. Refer to Section 8A-2 of the Design Manual for information 
on providing clear recovery areas at the base of steep slopes.   

 
 



     Traffic Control

Possible Contract Item:

END

ROAD WORK

48" x 24"

G20-2AROAD

WORK

AHEAD

48" x 48"

W20-1

SHOULDER

DROP

OFF

48" x 48"

W8-9A

 

Length of Work Area

0' - 500'

Spacing = C

5 devices

T

B

Shoulder Line

40 or less

45 - 50

55 - 60

65 - 70 1500'

1500'

700'

500' 250'

350'

500'

500' 230'

200'

200'

100'40'

80'

100'

100'

C TBA

(mph)

SPEED

LIMIT

LEGEND

Traffic Sign

Work Area

Direction of Traffic

2

1

1107.08

1

1

1

2

2

42" Channelizer 

A

1107.08.L2

1107.08 

strobe light.

foot centers or use a vehicle with an amber revolving light or amber 

For work areas less than 200 feet long, use channelizers spaced at 20 

Specifications does not apply. Reduce channelizer spacing to 40 feet.

of the Standard temporary fillet requirement of Article 

When the length of a pavement edge drop-off is 1000 feet or less, the TC-402

REVISION

04-21-15
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REVISIONS:

block with the new version.

Modified general notes, changed title and replaced the DOT logo in the title 

APPROVED BY DESIGN METHODS ENGINEER

STANDARD ROAD PLAN

8

OF TRAVELED WAY

WORK WITHIN 15 FT

TC-1TC-1

1107.08.L2 

.For work lasting less than one hour, refer to 

of the Standard Specifications.

Shoulder edge drop-offs shall be mitigated according to Article 

during non-working hours. 

No pavement edge drop-offs greater than pavement depth will be allowed 

sign.

When a pavement edge drop-off exists, install a SHOULDER DROP-OFF 
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