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NON-DOT EQUIPMENT IN ROW APPLICATION
This application and sketch must be filed with the appropriate County: Jasper County

lowa Department of Transportation District Office.

Applicant: Newton PD

Name of Governmental Authority

Approval is requested for authority to install and maintain non-DOT equipment at the following location:

Installation of 4 ALPR Cameras in DOT ROW

4 locations- see plans attached

THE APPLICANT UNDERSTANDS THAT THE NON-DOT EQUIPMENT MUST COMPLY WITH THE REQUIREMENTS OF THE CURRENT
MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), IOWA DEPARTMENT OF TRANSPORTATION. THE APPLICANT
ASSUMES RESPONSIBILITY FOR THE OPERATION OF THE NON-DOT EQUIPMENT. THE APPLICANT ALSO ASSUMES ALL COSTS FOR
ELECTRICITY, MAINTENANCE, AND REPLACEMENT FOR THE ABOVE TRAFFIC CONTROL DEVICE(S).

Attach a drawing of the proposed installation. Drawing to be complete, showing location of non-DOT equipment in relation to
sidewalks, driveways, streets, etc.

OPERATION

Equipment shall function as follows:;

ALPR will be placed on both existing infastructure as well as MASH certified X-squared poles in DOT ROW on behalf of Marshalltown
PD

By: Dani Mayberry Permit Manager- Authorized Agent 5/10/2024

Name/Signature Title (Mayor, Clerk, or Engineer) Date
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AUTHORIZATION

Approval is granted, subject to the conditions and restrictions set forth herein, for the installation of non-DOT equipment at the
location described above.

CONDITION AND/OR RESTRICTIONS:

Flock shall own and maintain all LPR's installed with this permit.

Lane closures can be from 8:30 am to 3:30pm Monday to Friday for these 4 locations if it is needed. Please call lowa DOT Highway
Maintenance Supervisor Caleb Wilson for and shoulder and lane closures at (641) 792-7783 to make him aware of the closures.

If lane closure is needed, call the lowa DOT Traffic Management Center at 515-237-3300 and they will place the closure in our 511
system. They will need the road, milepost location, and duration of closure.

THE IOWA DEPARTMENT OF TRANSPORTATION RESERVES THE RIGHT TO:

(1) Require the removal (or modification) of such non-DOT equipment upon thirty days written notice. Either lack of supervision,

inadequate enforcement, unapproved operation, or intolerable congestion shall be considered sufficient reason to require
removal (or modification).

(2) Revoke and annul the issued permit if the installation is not in operation within eighteen (18) months after date of approval.

Name: Gary Kretlow Jr. District 1 Traffic Tech 5/10/2024

District Representative,

Date
lowa Department of Transportation


bwalter
Text Box
District Representative,
Iowa Department of Transportation

bwalter
Text Box
Approval is granted, subject to the conditions and restrictions set forth herein, for the installation of non-DOT equipment at the location described above.  

bwalter
Text Box
Require the removal (or modification) of such non-DOT equipment upon thirty days written notice.  Either lack of supervision, inadequate enforcement, unapproved operation, or intolerable congestion shall be considered sufficient reason to require removal (or modification).  

bwalter
Text Box
Revoke and annul the issued permit if the installation is not in operation within eighteen (18) months after date of approval.


LICENSE PLATE READER CAMERA INSTALLATION

CASE NUMBER: 502480

PERMITTING JURISDICTION:

IOWA DEPT OF TRANSPORTATION

IOWA DOT
FLOCK SAFETY

ON BEHALF OF

NEWTON POLICE DEPARTMENT

CONTACT LIST

PERMITTING

DANI MAYBERRY
DANI.MAYBERRY@FLOCKSAFETY.COM

PROJECT MANAGER

JENNIFER SILVA
JENNIFERSILVA@FLOCKSAFETY.COM

SEE APPROVED PERMIT FOR LISTED INSPECTOR*

DRAWING INDEX

T.01 COVER SHEET & LOCATION MAPS
T.02 SYMBOLOGY & ABBREVIATIONS
GN.01 - GN.02 GENERAL NOTES
A.01-A.04 PLAN DRAWINGS
SPEC.01 - SPEC.05 EQUIPMENT & FOUNDATION DETAILS
TCP.01 - TCP.02 TRAFFIC CONTROL DETAILS
G J

SAFETY IS IN YOUR HANDS.

EVERY DIG. EVERY TIME.

NEWTON POLICE DEPARTMENT

101 WEST 4TH ST S, NEWTON,
IA 50208 UNITED STATES

ftock safety

1170 HOWELL MILL ROAD SUITE 210
ATLANTA, GA 30318
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7
GENERAL & CONSTRUCTION NOTES

1.  ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH STATE AND LOCAL AGENCY SPECIFICATIONS UNLESS
SPECIFICALLY STATED OR SHOWN OTHERWISE HEREIN.

2. ALL WORK SHALL CONFORM TO ALL APPLICABLE ELECTRICAL CODES EXCEPT WHEN STATE DEPARTMENT OF
TRANSPORTATION AND LOCAL AGENCY STANDARDS SUPERSEDE.

3. CONTRACTOR SHALL ENSURE ALL PROPOSED EQUIPMENT INSTALLED IS IN ACCORDANCE WITH NESC
REQUIREMENTS AND CLEARANCES.

4. ALL CONSTRUCTION AND/OR MAINTENANCE ON THE IOWA DEPARTMENT OF TRANSPORTATION RIGHT OF WAY
SHALL CONFORM TO THE FEDERAL MANUAL ON UNIFORM TRAFFIC DEVICES, THE IOWA DEPARTMENT OF
TRANSPORTATION ROADWAY AND TRAFFIC DESIGN STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION, PLANS PREPARATION MANUAL AND DRAINAGE MANUAL.

5. THE PERMITTING AGENCY RESERVES THE RIGHT TO MAKE ADJUSTMENTS TO ANY PERMITTED METHODS OF
INSTALLATION, SCOPE OF WORK AND RESTORATION THAT MAY BE REQUIRED TO POSITIVELY SUPPORT LIFE,
SAFETY AND ENVIRONMENTAL WELL BEING OF ALL USERS OF THE TRANSPORTATION SYSTEM.

6. SHOULD A CONFLICT ARISE BETWEEN THE DETAILS SHOWN IN THE PLANS AND THE DEPARTMENT OF
TRANSPORTATION STANDARDS, THE ENGINEER/PERMITTEE SHALL IMMEDIATELY CONFER WITH THE
DEPARTMENT’S ENGINEER IN ORDER TO RESOLVE THE DISCREPANCY. IN NO CASE WILL ANYTHING LESS THAN
THE DEPARTMENTS MINIMUM STANDARDS BE ALLOWED.

7. FLOCK SAFETY SHALL BE RESPONSIBLE FOR LOCATING ALL UNDERGROUND UTILITIES 48 HOURS PRIOR TO
CONSTRUCTION.

7.1. INSTALLS INVOLVING FLOCK SAFETY PROVIDED POLES, A MINIMUM OF 2' SEPARATION SHALL BE MAINTAINED
FROM ALL EXISTING UTILITIES AND STORM DRAIN STRUCTURES.

8. THE PERMITTED WORK SCHEDULE IS DEFINED AS MONDAY THROUGH FRIDAY 7:00AM TO 5:30PM UNLESS
OTHERWISE NOTED WITHIN THE PERMIT. ANY WORK DESIRED OUTSIDE OF THIS PERIOD MUST BE REQUESTED IN
ADVANCE AND APPROVED BEFORE WORKING THE ALTERNATE SCHEDULE.

9. FLOCK SAFETY SHALL BE RESPONSIBLE TO APPLY AND OBTAIN AN APPROVED TRAFFIC CONTROL PLAN IN
ACCORDANCE WITH MUTCD AND LOCAL STANDARDS AS REQUIRED.

10. WORK INVOLVING TEMPORARY LANE CLOSURES ARE TO BE DONE BETWEEN THE HOURS OF 8:00AM AND 5:00PM.
MONDAY THROUGH FRIDAY UNLESS OTHERWISE STATED BY THE DEPARTMENT OF TRANSPORTATION.

11. CONTRACTOR SHALL PROVIDE SAFE ACCESS PER CURRENT GENERAL STANDARDS FOR ALL PEDESTRIAN TRAFFIC
REGULATIONS ON ALL EXCAVATIONS OPENED IN THE TRAFFIC ZONE CONTROL AREA.

12. NO PEDESTRIAN PATHWAY IS TO BE REMOVED, BLOCKED, OR DISTURBED WITHOUT HAVING A SUFFICIENT
DESIGNATED TEMPORARY PEDESTRIAN PATHWAY WITH ALL APPROPRIATE PEDESTRIAN MAINTENANCE OF
TRAFFIC SIGNS IN PLACE PRIOR TO PATHWAY BEING AFFECTED.

12.1.  ALL TEMPORARY PEDESTRIAN PATHWAYS MUST BE FIRM AND UNYIELDING.

13. CONTRACTOR SHALL MAINTAIN ACCESS TO ALL ADJACENT PROPERTY IN THE VICINITY OF THE CONSTRUCTION.

14. NO WORK SHALL BE PERFORMED DURING THE WEEKS OF ANY STATE OR FEDERAL HOLIDAYS UNLESS OTHERWISE
APPROVED BY THE IOWA DEPARTMENT OF TRANSPORTATION.

15. ALL WORK ZONES ARE TO BE SET UP AND MAINTAINED BY SOMEONE WHO HAS THE IOWA DEPARTMENT OF
TRANSPORTATION INTERMEDIATE TRAFFIC CONTROL LEVEL TRAINING OR EQUIVALENT.

16. THE PERMITTING AGENCY RETAINS THE RIGHT TO MAKE ALTERATIONS TO THE PERMIT, ATTACHED SKETCH OR
CHARACTER OF WORK AS MAY BE CONSIDERED NECESSARY OR DESIRABLE DURING THE PROGRESS OF THE
WORK FOR SATISFACTORY COMPLETION OF THE PROPOSED CONSTRUCTION.

17. THE PERMITTEE SHALL NOTIFY THE PERMITTING AGENCY OF DATE OF COMPLETION, REQUEST A FINAL
INSPECTION AND A NOTICE OF FINAL ACCEPTANCE.

18. IF THE PROPOSED CANNOT BE INSTALLED PER THE APPROVED PERMITTED PLAN AND BY GENERAL
SPECIFICATIONS, A REVISED PLAN MUST BE PROVIDED TO THE DEPARTMENT FOR REVIEW AND APPROVAL PRIOR
TO THE INSTALLATION OF PRODUCTS OR MATERIALS AT THE GIVEN LOCATIONS WHERE CONFLICTS OCCUR.

19. CONTRACTOR SHALL RESTORE RIGHT-OF-WAY TO EQUAL OR BETTER CONDITION UPON COMPLETION OF WORK
AND TO THE SATISFACTION OF THE STATE DEPARTMENT OF TRANSPORTATION AND LOCAL AGENCY AT NO
ADDITIONAL COMPENSATION.

19.1. RESTORATION MAY INCLUDE BUT IS NOT LIMITED TO GRADING AND SODDING IN ANY DISTURBED AREA.
19.2. ANY SIDEWALK DISTURBED WILL BE REPLACED BY SECTION WITHIN 72 HOURS TO THE STATE DEPARTMENT
OF TRANSPORTAION SPECIFICATIONS.

20. IT WILL BE THE RESPONSIBILITY OF THE PERMITTEE TO REPAIR ANY DAMAGE TO GENERAL FACILITIES AND/OR
PRIVATE PROPERTY CAUSED BY CONSTRUCTION OF THE PROJECT.

21. ALL ROADWAY PAVEMENT, CURBS,GUTTERS AND STORM WATER COLLECTORS WILL BE KEPT FREE OF MUD AND
OTHER DEBRIS AT ALL TIMES DURING CONSTRUCTION.

22. NO STOCKPILING, STORING OR SEMI PERMANENT USE OF THE RIGHT OF WAY IS AUTHORIZED UNLESS
SPECIFICALLY IDENTIFIED WITHIN THE PERMIT.

23. THE CONTRACTOR SHALL HAVE AN AUTHORIZED PERSON AVAILABLE AT/OR NEAR THE WORK SITE TO ADDRESS
EMERGENCY ISSUES ASSOCIATED WITH THE PROJECT.

ADA COMPLIANCE NOTES:

1. ALL SIDEWALK CONSTRUCTION SHALL BE IN ACCORDANCE WITH ADA TITLE Il AND ALL STATE DEPARTMENT OF
TRANSPORTATION AND LOCAL STANDARDS. USE STATE DEPARTMENT OF TRANSPORTATION CURRENT EDITION
STANDARDS FOR PEDESTRIAN CONTROL PLANS FOR CLOSURE OF SIDEWALK.

2. MINIMUM SIDEWALK CLEAR PEDESTRIAN ACCESS ROUTE (PAR) IS 48" WIDE.

3. NO OBSTRUCTION IS PERMITTED ALONG THE WIDTH OF THE SIDEWALK UP TO 7'-0" IN HEIGHT.

DRAWINGS

1. THE WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH THE FOLLOWING ATTACHED DRAWINGS THAT
ARE HEREBY MADE A PART OF THE STATEMENT OF WORK, BY THIS REFERENCE.

SPECIFICATIONS

1.  THE WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH THE SPECIFICATIONS CONTAINED IN THAT
CERTAIN “MASTER AGREEMENT, OUTSIDE PLANT MAINTENANCE CONSTRUCTION SERVICES,” PROVIDED THAT
SUCH AN AGREEMENT EXISTS BETWEEN FLOCK SAFETY AND CONTRACTOR. IN THE ABSENCE OF SUCH AN
AGREEMENT, THE SPECIFICATIONS CONTAINED IN AN AGREEMENT TO BE EXECUTED BY THE PARTIES PRIOR TO
THE COMMENCEMENT OF WORK SHALL GOVERN.

MATERIALS

1. INSTALLER SHALL RECEIVE FLOCK SAFETY MATERIALS AT A FLOCK SAFETY LEASED WAREHOUSE FACILITY OR AT

THE LOCAL TSO LOCATED AT (CONTACT 24 HOURS IN ADVANCE): 1170 HOWELL MILL RD NW, ATLANTA, GA 30318.
1.1. ALL UNUSED AND REQUESTED SALVAGED MATERIAL TO BE RETURNED TO SAME ADDRESS.

2. THE RECEIPT OF ALL MATERIALS SHALL BE CONSTRUED AS CONCLUSIVE EVIDENCE THAT THE CONTRACTOR HAS
MADE ALL NECESSARY EXAMINATION AND INSPECTIONS, AND IS SATISFIED AS TO THE QUALITY AND QUANTITY OF
MATERIALS RECEIVED.

3. ANY AND ALL MATERIALS THAT MAY BECOME LOST, STOLEN OR DAMAGED SHALL BE REPLACED BY THE
CONTRACTOR AT HIS SOLE EXPENSE, AND ANY DELAY INCURRED SHALL NOT BE CAUSE FOR AN EXTENSION IN
TIME

SAFETY AND PRECAUTIONS

1. ALL PERSONNEL ARE REQUIRED TO ABIDE BY ALL RULES AND REGULATIONS SET FORTH IN THE FLOCK SAFETY
REQUIREMENTS, RAILROAD SAFETY CODE AND GOVERNING JURISDICTION.

2. THE WORK UNDER THIS INSTALLATION WILL BE CONSTRUCTED ALONG RIGHTS OF WAY THAT MAY CONTAIN
EXISTING AND OPERATIONAL UTILITIES. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR LOCATING
EXISTING UTILITIES AND FOR COMPLIANCE WITH THE REQUIREMENTS OF ANY STATEWIDE AND/OR LOCAL AREA IN
ADVANCE OF ANY EXCAVATION, BORING OR PLACING WORK AND THE CONTRACTOR SHALL LOCATE AND EXPOSE
BY HAND ALL EXISTING SUBSURFACE PLANT. ANY DAMAGE CAUSED BY THE CONTRACTOR SHALL BE REPAIRED BY
THE CONTRACTOR AT HIS SOLE EXPENSE AND ANY DELAY INCURRED SHALL NOT BE CAUSE FOR AN EXTENSION IN
THE TIME OF THE CONTRACT.

3. INSTALLER SHALL BE RESPONSIBLE FOR THE PROTECTION AND MAINTENANCE OF PUBLIC AND PRIVATE
PROPERTIES. INSTALLER SHALL PROTECT, SHORE, BRACE, SUPPORT AND MAINTAIN ALL UNDERGROUND PIPES,
CONDUITS, DRAINS AND OTHER SUBSURFACE STRUCTURES UNCOVERED OR OTHERWISE AFFECTED BY THE
WORK.

4. INSTALLER SHALL BE RESPONSIBLE FOR ALL DAMAGE TO STREETS, ROADS, HIGHWAYS, SHOULDERS, DITCHES,
EMBANKMENTS, CULVERTS, BRIDGES OR OTHER PUBLIC OR PRIVATE PROPERTY OR FACILITY, REGARDLESS OF
LOCATION OR CHARACTER, WHICH MAY BE CAUSED BY THE WORK, OR BY MOVING, HAULING, OR OTHERWISE
TRANSPORTING EQUIPMENT, MATERIALS OR WORKERS TO OR FROM WORK OR ANY SITE THEREOF, WHETHER BY
THE CONTRACTOR OR SUBCONTRACTORS.

STAKING AND SCHEDULING

1. ALL STAKING WILL BE PROVIDED BY FLOCK SAFETY. REQUIRED RIGHT OF WAY CLEARING SHALL BE COMPLETED
PRIOR TO STAKING: THEREFORE, THE INSTALLER SHALL COORDINATE ALL CLEARING AND PLACING OPERATIONS
WITH THE FLOCK SAFETY PROJECT SUPERVISOR TO AVOID DELAYS AND INTERFERENCE.

2. FLOCK SAFETY WILL PROVIDE RAILROAD, FLAGMEN AND SIGNALMEN AS REQUIRED; HOWEVER, THE CONTRACTOR
SHALL BE REQUIRED TO COORDINATE ITS NEEDS FOR SUCH SIGNALMEN AND FLAGMEN WITH FLOCK SAFETY.

3. IN ADDITION TO THE SCHEDULING REQUIREMENTS IN THE GENERAL PROVISIONS, UPON REQUEST THE
CONTRACTOR SHALL ALSO SUBMIT TO THE FLOCK SAFETY PROJECT SUPERVISOR, DAILY CREW ASSIGNMENT
REPORTS SPECIFYING CREW AND CREW COMPOSITION AND WORK LOCATION.

PERMITS

1. FLOCK SAFETY HAS OBTAINED OR WILL OBTAIN PERMITS FROM DEPARTMENTS AND/OR AGENCIES OF CITIES,
COUNTIES, STATES, FEDERAL GOVERNMENT, RAILROAD OR OTHER ENTITIES, WHICH PROVIDE FOR THE PLACING
OF PIPES AND/OR CABLE UNDER DITCH, TRACKS AND ROADS AND PLACING PIPES AND/OR CABLE ALONG AND
WITHIN PUBLIC OR PRIVATE ROAD RIGHTS OF WAY AND RAILROAD RIGHTS.

2. CONTRACTOR SHALL OBTAIN ADDITIONAL PERMITS, IF REQUIRED, FOR EQUIPMENT ACCESS OR MOVEMENT ON
PUBLIC ROADS AND RAILROADS. COPIES OF SUCH PERMITS SHALL BE FURNISHED TO FLOCK SAFETY. ALL TRAFFIC
CONTROL, IF APPLICABLE, SHALL BE IN ACCORDANCE WITH LOCAL, STATE, COUNTY, OR PERMITTING AGENCY
LAWS, REGULATIONS, AND REQUIREMENTS, AND WILL BE THE CONTRACTOR’S RESPONSIBILITY. TRAFFIC
CONTROL PLANS PROVIDED BY CURRENT IOWA DEPARTMENT OF TRANSPORTATION DESIGN STANDARDS.

SCOPE OF WORK

1.  THIS PROJECT SHALL CONSIST OF THE FOLLOWING OPERATIONS: THE WORK PACKAGE IS FOR THE INSTALLATION
OF FLOCK SAFETY ALPR CAMERAS WHICH INCLUDES BUT IS NOT LIMITED TO: FLOCK SAFETY PROVIDED POLES,
POLE MOUNTED SOLAR PANELS, AND EXTERNAL BATTERY PACKAGES.
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LOCATION DATA

Sheet #|Location Name Latitude Longitude Nearest Address Device Type |Pole Type External Battery
A01 #02Hwy6 @I-80NB 41.68531521 |-93.07701057 | 1700 S15th Ave W,Newton,lowa,50208 United States Falcon X&grd RediTorque - DOT Pole |Penguin Pack
A02 |#03HwWy6@15thS P EB 41.69907572 |-93.07369094 | 1505 US-6,Newton,lowa, 50208 United States Falcon XSyrd RediTorque - DOT Pole |Penguin Pack
A03 |#05Hwy6 @31st XIWB 41.69929642 -93.01498634 | 104 lowa Speedway Dr,Newton,lowa,50208 United States |Falcon XSyrd RediTorque - DOT Pole |Penguin Pack
A04  |#06 lowa Joeedway @Hwy 6 SB |41.69897456 |-93.01466807 |104 lowa Speedway Dr,Newton,lowa,50208 United States |Falcon Existing Traffic Sgnal Pole  |Penguin Pack
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DESIGN NOTES

1. POLE AND FOUNDATIONS ARE DESIGNED IN ACCORDANCE WITH THE FOLLOWING CODES:
1.1. 2015 MICHIGAN BUILDING CODE
1.2. AASHTO LRFD SPECIFICATIONS FOR STRUCTURAL SUPPORT FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC SIGNALS 2015 EDITION.

2. POLE ANALYSIS AND FOUNDATION DESIGN ARE BASED ON THE FOLLOWING CRITERIA:
2.1. DESIGN WIND SPEED (VULT)): 115 MPH (MAXIMUM)
2.2. RISK CATEGORY: Il

2.3. EXPOSURE CATEGORY: C

2.4. TOPOGRAPHIC CATEGORY: 1

2.5. SEISMIC DESIGN CRITERIA:
2.5.1. SOIL SITE CLASS: D (ASSUMED)
2.5.2. SPECTRAL RESPONSE, SS:  1.000G (MAXIMUM)
2.5.3. SPECTRAL RESPONSE, S1: 0.004G (MAXIMUM)

2.5.4. SEISMIC DESIGN CATEGORY: B

2.6. STRUCTURE BASE REACTIONS ARE CALCULATED AS FOLLOWS:

ULTIMATE BASE MOMENT: 2,700 LB-FT
ULTIMATE BASE SHEAR: 300 LB
ULTIMATE BASE AXIAL: 100 LB

2.7. SHOULD ANY OF THE SITE-SPECIFIC PARAMETERS BE HIGHER THAN WHAT IS NOTED ABOVE, THE EOR SHALL BE CONTACTED TO
PROVIDE A REVISED DESIGN.

3. POLE STRUCTURE SHALL BE INSTALLED ON A FOUNDATION WITH FLAT BEARING SURFACE. THE TOP OF THE TOP OF THE FOUNDATION
OUTSIDE OF THE BASE PLATE FOOTPRINT SHALL BE SLOPED BETWEEN 1" AND 3" TO ALLOW FOR ADEQUATE DRAINAGE.

4. THE PROPOSED DETAILS OF THIS DRAWING SHALL NOT BE USED WHERE SOILS CONSIST OF SOFT CLAY, PEAT, OR SOIL WHERE A SMALL
DIAMETER REBAR (#5 OR SMALLER) OR METAL PROBE PENETRATES EASILY INTO THE SOIL BY MORE THAN 6" WHEN THE FULL WEIGHT
OF A PERSON IS APPLIED. IF UNEXPECTED SOIL IS FOUND ON SITE, THE CONTRACTOR SHALL CONTACT EOR FOR DIRECTION.

GENERAL & CONSTRUCTION NOTES

1. CONTRACTOR SHALL BE RESPONSIBLE TO CONTACT 811 TO LOCATE ALL UNDERGROUND UTILITIES 48 HOURS PRIOR TO
CONSTRUCTION START DATE.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR APPLYING AND OBTAINING APPROVED TRAFFIC CONTROL PLAN(S) IN ACCORDANCE WITH
MUTCD AND LOCAL JURISDICTION STANDARDS AS REQUIRED.

3. CONTRACTOR SHALL BE RESPONSIBLE FOR THE RESTORATION OF ANY DISTURBED AREAS TO ORIGINAL CONDITION TO STATE
DEPARTMENT OF TRANSPORTATION AND LOCAL JURISDICTION AT NO ADDITIONAL COMPENSATION.

4.  ALL WORK SHALL ABIDE BY ALL APPLICABLE NATIONAL ELECTRICAL CODES EXCEPT WHEN THE STATE DEPARTMENT OF
TRANSPORTATION AND LOCAL JURISDICTION STANDARDS SUPERSEDE.

5. POLE SHOULD BE GROUNDED TO A SOLID BARE BOND GROUNDING & GROUNDING ROD (OR COIL 25' OF #6 BARE COPPER) IN POLE
FOUNDATION AND BACK TO PROPOSED FLOCK EQUIPMENT.

6. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH STATE DEPARTMENT OF TRANSPORTATION AND LOCAL JURISDICTION
SPECIFICATIONS UNLESS SPECIFICALLY STATED OR SHOWN OTHERWISE HEREIN.

7. CONTRACTOR SHALL BE RESPONSIBLE TO DETERMINE THE SOIL TYPE AND SUITABILITY REQUIREMENTS PRIOR TO CONSTRUCTION
PER PROJECT MANAGER DIRECTIVE.

ADA COMPLIANCE NOTES
1. ALL SIDEWALK CONSTRUCTION SHALL BE IN ACCORDANCE WITH ADA TITLE Il AND ALL STATE DEPARTMENT OF TRANSPORTATION
AND JURISDICTIONAL STANDARDS.
2. USE STATE SPECIFIC DEPARTMENT OF TRANSPORTATION CURRENT EDITION STANDARDS FOR PEDESTRIAN CONTROL PLANS FOR
SIDEWALK AND WALKWAY CLOSURES.
3. MINIMUM SIDEWALK CLEARANCE FOR PEDESTRIAN ACCESS ROUTE (PAR) IS 48" WIDE.
MINIMUM CLEARANCE OF ANY PROPOSED EQUIPMENT ALONG THE WIDTH OF THE SIDEWALK IS 7'-0" IN HEIGHT.

60W SOLAR PANEL
(SEE 1/SPEC.02)

FALCON CAMERA
(SEE 6/SPEC.02)

120"
POLE HEIGHT FROM SLIP BASE
119"

POLE HEIGHT FROM GRADE

CENTER OF CAMERA FROM SLIP BASE
113"

2%"D —

94

3

GRADE

POLE ELEVATION DETAIL

SCALE: N/A

9

OPTIONAL BATTERY PACK
(MAX OF 2) INSTALLED
BEHIND SOLAR PANEL
(SEE 5/SPEC.02)

USE GRADE 8 BOLTS, WASHERS, AND
NUTS (OR APPLICABLE GRADE) FOR
HARDWARE PIPE SLEEVE AND SOLAR
PANELS TO POST.

OPTIONAL BATTERY PACK
INSTALLED BEHIND CAMERA
(SEE 5/SPEC.02)

11'-9" A53 GR B P2.58TD OR
A1011 GR 60 P2 %" )10 GA.)
(SEE 2/SPEC.02)

X-SQUARED BREAKAWAY BASE
WITH ROUND RECEIVER

(PART #SB10C-278RD-G)

(SEE 3/SPEC.02)

X-SQUARED SLIP BASE
(PART #SB10-CTWA48-G)
(SEE 4/SPEC.02)

FOUNDATION
(SEE SPEC.02/ SPEC.03)
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GENERAL & CONSTRUCTION NOTES

1. CONTRACTOR SHALL APPLY AND OBTAIN AN APPROVED TRAFFIC CONTROL PLAN IN ACCORDANCE WITH MUTCD AND LOCAL
JURISDICTION STANDARDS.
2. CONTRACTOR SHALL RESTORE ALL DISTURBED AREAS TO ORIGINAL SITE CONDITION TO THE SATISFACTION OF STATE

DEPARTMENT OF TRANSPORTATION AND LOCAL JURISDICTION.

3. ALL WORK SHALL CONFORM TO APPLICABLE ELECTRICAL CODES EXCEPT WHEN STATE DEPARTMENT OF TRANSPORTATION

OR LOCAL JURISDICTION STANDARDS SUPERSEDE.

4. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH SPECIFICATIONS DEFINED BY THE STATE DEPARTMENT OF
TRANSPORTATION OR LOCAL JURISDICTION, UNLESS SPECIFICALLY STATED OR SHOWN OTHERWISE HEREIN.
ADA COMPLIANCE NOTES

1. ALL SIDEWALK CONSTRUCTION SHALL BE IN ACCORDANCE WITH ADA TITLE Il, STATE DEPARTMENT OF TRANSPORTATION,
AND LOCAL JURISDICTION STANDARDS,

2. STATE DEPARTMENT OF TRANSPORTATION CURRENT EDITION STANDARDS SHALL BE USED FOR PEDESTRIAN CONTROL
PLANS WHEN CLOSURE OF SIDEWALK IS REQUIRED FOR CONSTRUCTION.

3. MINIMUM CLEAR PEDESTRIAN ACCESS ROUTE (PAR) SHALL BE 48" WIDE.

4. NO OBSTRUCTION IS PERMITTED ALONG THE WIDTH OF THE SIDEWALK. UP TO AN ELEVATION OD 7'-0" ABOVE GRADE.

Q0O

PART NUMBER

DESCRIPTION

TOTAL WEIGHT (LB)

QTY.

701-0059

FLOCK SAFETY CAMERA

36

201-00087

MOUNTING CLAMP

20

205-00010

60W SOLARKIT

17.0

702-00028

PENGUIN PACK

3 (MAX)

J

PENGUIN PACK INSTALLED
BEHIND SOLAR PANEL (MAX 3)

DRAWINGS BASED ON TYPICAL TRAFFIC SIGNAL POLE

9 &

16" (MIN) 4‘

|

100" (MIN)

GRADE

EXISTING FOUNDATION
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SIDE ISOMETRIC

MOUNTING HARDWARE TO BE

FLOCK SAFETY "FALCON" CAMERA PROVIDED BY FLOCK SAFETY

[5]NOT USED

TOP FRONT SIDE

MOUNTING HARDWARE TO BE

60 WATT SOLAR PANEL DETAIL (SIDE MOUNTED) | PROVIDED BY FLOCK SAFETY
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| 112"TO31/2" |
(38 MM TO 89 MM) 9/16"

MCMASTER-CARR QUICK-RELEASE CLAMP FOR FIRM HOSE AND TUBE,

201 STAINLESS STEEL WITH 410 STAINLESS STEEL SCREW
130 MPH WIND RATING
PART NUMBER: 5322K58

MOUNTING CLAMP

NOTE: LARGER DIAMETER POLES WILL USE AN EQUIVALENT
201 STAINLESS STEEL STRAPPING CUT TO LENGTH.
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—3 fg ) e N
ACESSORIES INSTALLATION GUIDE REDI-TORQUE MODEL 280 OMNI DIRECTIONAL SLIP BASE
—SQUARED (STEM BASE WITH SEPERATE HEAVY DUTY ANCHOR). RECEIVES SQUARE SIGN SUPPORT
Development & Manufacturing line.
MASH-16 COMPLIANT FOR INTERSECTIONS and MAINLINE ROADWAYS XCESSORIES SQUARED DEV. & MFG. CO., INC. AUBURN, IL 62615
/ RTZSGSB-SQI NCHRP 350 CRITERIA - FHWA ACCEPTANCE LETTERS SS-134 & SS-134A AllgllSt 13’ 2021 TEL: (800) 621-7948 FAX: (217) 438-3917 wwwm%@gmm@@m
| - i SQUARE PARTS LIST STEP A 1. Install appropriate Heavy Duty Anchor (A1) plumb & squared up with road.
Il (e = 2. Depth of embeddment to leave 24" (+/-4") fr de f Anchor.
SIGN & Heavy Duty Anchor t"Il)‘l0")I'Ec:mFZr Soi?:)trt 20:2:;:2 iizstz(:lrlat?oz o;:;:)sr: Seet ‘zitt;t)}z)il.‘; at ?:wg: left.
SUPPORT NOTE: If installing in concrete, auger the footing hole shallow enough to be able to drive 3-4 inches
ITEM|QTY DESCRIPTION of Anchor (A1) into the bottom of the hole. This will help stabilize the unit as concrete is
Al 1 | Anchor for Slip Base Bottom w/Stem being poured and cured while also allowing for proper drainage.
NOTE: On multi-leg installations, be sure that all Anchors are Squ.ared & lined up w.ith each other. .
& Lower Sllp Plate Sub- Assembly 311 i:;l;t:it a:t::;) (I))fl' gztit:;‘:c?::g;?:;e;ﬁzg é:é'l)cl_nto Anchor (A1) correctly indexed so that point of y ‘; (‘J : \_ )
4. Insert both Shoulder Bolts (A3) so that top bolt is parallel with & the bottom bolt is perpindicular - ( )
ITEM|QTY DESCRIPTION to traffic. Fully tighten both Flange Nuts (A4) on both Shoulder Bolts (A3). TORQUE NUTS AS TIGHT AS POSSIBLE. NEWTON POLICE DEPARTMENT
A2 1 Bottom Half Slip Plate w/Stem ]

101 WEST 4TH ST S, NEWTON,
IA 50208 UNITED STATES

A3 2 %"-16 Gr. 8 Flanged Shoulder Bolt

1. Place one each teflon coated Slip Washer (B3) on top of lower Slip Plate (A2) at each notched point with
A4 2 %"-16 Gr. 8 Serrated Flange Nut

open end of slot facing center of triangular slip plate. Leave enough room between the closed ends of the

slot/notch to allow @)4" Redi-Torque bolt (B1) to pass through. @
ﬂ ol/
\

2. Place Upper Slip Plate (C) onto the three Slip Washers (B3) properly
indexed so that square post receiver portion is squared up with road.
3. Slide 1 each %" Flat Washer (B2) on to each Redi-Torque Bolt (B1) then insert Bolt (B1) with Washer (B2) down through

B: Redi-Torque Match Plate Hardware

ITEM|QTY DESCRIPTION

ffock safety

. notched points of Upper Slip Plate (C), slot of Slip Washer (B3) and notched point of Lower Slip Plate (A2).
"-13 x 3" Gr. 8 Redi-T Bolt
Bl 3 % x T © orque 2o 4. Slide 1 each %" Flat Washer (B2) up on exposed thread of each Bolt (B1) followed by threading 1 each }4" Flange Nut (B4) 1170 HOWELL MILL ROAD SUITE 210
B2 [3 5/8" U.S.S. Flat Washer on to each Bolt (B1) one half turn past finger tight.
B3 3 |¥e" thick, Teflon Coated Slip Washer NOTE: When tightening bolts during this step use the #;" (larger) hex and NOT the %}s" (smaller) hex. ATLANTA, GA 30318
— & 7
B4 3 [4"-13Gr. 8 large diameter Flange Nut J—
Bs=| o 46" thick Leveling Shim 1. Insert Square Sign Support into Upper Slip Plate (C) receiver until support bottoms out. rREV DATE BY DESCRIPTION h

2. With a hand held hammer, drive the square sign support Locking Wedge (C1) into the Upper Slip Plate (C) receiver at the

- - -
may not be necessary for every installation pre-determined corner, marked by a 4" notch. (The Locking Wedge does not need to be driven flush with top of Upper Slip

Plate receiver)

Ad Q Upper Sllp Plate Sub-Assembly *SHIMMING: Before moving on to step 3, check the plumb of the sign support(s). If necessary, A" thick Leveling

Shim(s) (B5) may be used at the appropriate point(s) between slip plates. To replumb, loosen Bolt (B1) at desired point

INSTALLATION DETAIL PROVIDED FOR REFERENCE ONLY. CONTRACTOR SHALL ORDER AND INSTALL X-SQUARED PART #SB10C-278RD-G WITH ROUND
RECEIVER THAT IS COMPATIBLE WITH THE SPECIFIED 2 %4"@ PIPE. CONTRACTOR SHALL CONTACT MANUFACTURER FOR INSTALLATION SPECIFICATIONS.

ITEM|QTY DESCRIPTION enough to lean the Upper Slip Plate (C) back and slide Leveling Shim (BS) into place. Shim(s) should be placed under Teflon
- Top Receiver for S Sigm S Coated Slip Washer. Maximum of 2 each Leveling Shims per notched point. " " " -
\ c 1 op Receiver for Square Sign Support 3. Alter Locking wedge (C1) is securely in place. loosen each Bolt (B1) and Nut (B4), one at a time, then retighten each Bolt 0 02/19/2024 | TD PRELIM
B = i | 07 A3 C1 1 | Square Sign Support Locking Wedge (B1), using the %" (smaller) hex, until the %" hex head twists off from the ¥;" hex head. This will set the proper torque level. \ /
I | 5 7 N\
1. UP TO A MAXIMUM OF THREE OMNI DIRECTIONAL SLIP BASES WITH REDI-TORQUE MODEL 280 SQUARE IHEARBY CERTIFY THIS DOCUNENT WAS PREPARED BY MYSELF OR UNDER
MATCHPLATE HARDWARE MAY BE INSTALLED WITHIN A SEVEN FOOT SPAN. = SIGN L UNDER THE LAWS OF THE STATE OF IOWA. J
2. FOR ADDITIONAL WINDLOAD CAPABILITY, A POST OF THE NEXT SIZE SMALLER MAY BE INSERTED INTO l | SUPPORT
THE SQUARE SIGN SUPPORT A MIMIMUM OF FOUR FEET AT THE BOTTOM OF THE SUPPORT. | | (" D
CONCRETE INSTALLATION DETAIL DIRECT DRIVEN SOIL INSTALLATION DETAIL _ INSTALLED VIEW
I ‘ (FRONT)
|
6" hex head szzg ) —I Ezg
(twists off at proper torque) — ! | || | . [T
T'-U | | F:J
Grade (concrete) ) Grade (soil) ke—
— top of lower slip f» top of lower slip
plate .
21/2 " o
0 K . J
L WRE IT] "
Mol , ~
: - max LICENSE PLATE READER CAMERA
EE O B INSTALLATION
- —i - i *
- e, e CASE NUMBER: 502480
2 L . REINSTALLATION PROCEDURE: PERMITTING JURISDICTION:
o NOTE: All match plate hardware components are generally reusable except the Redi-Torque Bolts (B1) \ |OWA DEPT OF TRANSPORTATION y
- | 1 I D= I 1. Remove sign support Locking Wedge (C1) from Upper Slip Plate(C) receiver with a hand held hammer.
. . A . A 2. Place Upper Slip Plate(C) on Lower Slip Plate (A2) to check for warpage and level of slip plates. ( COVER SHEET & LOCATION MAPS )
NOTE: Recommended footing size a NOTE: Install with the widest bearing 3. Visually check all welds and castings for fractures or other damage. SHEET: REV:
minimum of 12" in diameter and 30" deep. surface of the stabilizing wing 4. When assured both Lower Slip Plate (A2) and Upper Slip Plate (C) are reusable employ new or reused hardware (B) : :
parallel with the face of the sign. with NEW Redi-Torque Bolts (B1) then follow installation procedures, starting with STEP B. / L SPEC.05 0 )

THIS DOCUMENT HAS BEEN DRAWN BASED OFF THE MOST RECENT AVAILABLE DATA & AERIAL IMAGERY. THIS INCLUDES RIGHT OF WAY, EXISTING UTILITIES, & PRIVATE PROPERTY LINES. IT REMAINS THE RESPONSIBILITY OF OTHERS TO VERIFY ALL DATA PRIOR AND EXISTING SURRONDING FACILITIES TO VERIFY & CONFLICTS ABOVE & BELOW GRADE. ALL CONSTRUCTION TO FOLLOW IOWA DEPT OF TRANSPORTATION GENERAL GUIDELINES. DO NOT SCALE DRAWINGS. CALL 811 PRIOR TO DIGGING.




GENERAL TCP NOTES & TABLES

GENERAL NOTES: 12. SIDEWALK CLOSED SIGNS ARE TO BE PRESENT ANYTIME A PEDESTRIAN WALKWAY IS CLOSED.

1. ALL WORK AND MATERIALS SHALL COMPLY WITH THE LATEST EDITION OF THE MANUAL OF UNIFORM TRAFFIC CONTROL 13. WHERE IT HAS BEEN DETERMINED THAT THE ACCOMMODATION OF PEDESTRIANS WITH DISABILITIES IS NECESSARY, SIGNS
DEVICES (MUTCD) AND IOWA DEPT OF TRANSPORTATION STANDARDS. SHALL BE MOUNTED AND PLACED IN ACCORDANCE WITH SECTION 4.4 OF THE “AMERICANS WITH DISABILITIES ACT

2. ALL STRIPING AND MARKINGS SHALL CONFORM TO THE STATE OF IOWA DEPARTMENT OF TRANSPORTATION STANDARD PLANS ACCESSIBILITY GUIDELINES FOR BUILDINGS AND FACILITIES (ADAAG)"
AND STANDARD SPECIFICATIONS. 14. EXACT LOCATION AND TYPE OF CONSTRUCTION SIGNS SHALL BE DIRECTED BY THE CONTRACTOR BASED UPON

3. TRAFFIC CONES SHALL NOT INTERFERE WITH EXISTING DRIVEWAYS, SCHOOL ZONES, OR BUS STOPS. CONSTRUCTION CONDITIONS.

. ALL TEMPORARY TRAVEL LANES SHALL BE A MINIMUM OF 10" WIDE. 15. MOVE DELINEATORS AND/OR CONES TO SIDEWALK DURING NON-WORKING HOURS. REMOVE BARRICADES ETC., FROM TRAVEL

5. FLASHING YELLOW BEACONS, TYPE "B", SHALL BE USED ON ALL W20-1 SIGNS AND ON ALL TYPE Ill BARRICADES GUARDING THE LANE.
WORK OVERNIGHT. 16. REMOVE OR TURN OFF SIGNS DURING NON-WORKING HOURS.
ALL SIGNS SHALL BE REFLECTORIZED AND STANDARD SIZE. 17. ALL CONFLICTING LINES, EXISTING CURB PAINT, AND MARKINGS SHALL BE REMOVED BY WET SANDBLASTING OR OTHER
ALL TUBULAR DELINEATORS AND CONES SHALL BE 28" MINIMUM HEIGHT, REFLECTORIZED AND MAINTAINED ERECT IN THE APPROVED METHOD PRIOR TO INSTALLATION OF NEW/TEMPORARY STRIPING. ALL CONFLICTING RAISED PAVEMENT MARKERS
INDICATED POSITION AT ALL TIMES, AND SHALL BE REPAIRED, REPLACED, OR CLEANED AS NECESSARY TO PRESERVE THEIR SHALL BE REMOVED. PAVEMENT THAT IS DAMAGED DUE TO REMOVAL OF MARKERS SHALL BE REPAIRED TO THE SATISFACTION
APPEARANCE AND CONTINUITY, AND SHALL INCLUDE A 12" HIGH-INTENSITY REFLECTORIZED SLEEVE.. OF THE CITY ENGINEER AND/OR STATE INSPECTOR.

8. THE CONTRACTOR SHALL MAINTAIN, ON A CONTINUOUS BASIS, ALL SIGNS, DELINEATORS, BARRICADES, ETC., TO ENSURE 18. DIMENSIONS BASED ON RECORD DRAWINGS AND NOT A SURVEY.
PROPER FLOW AND SAFETY OF TRAFFIC DURING CONSTRUCTION. 19. TIME OF LANE CLOSURE TO BE IN ACCORDANCE WITH REQUIREMENTS OF JURISDICTION.

9. THE CONTRACTOR SHALL HAVE SIGNS, DELINEATORS, BARRICADES, ETC., PROPERLY INSTALLED PRIOR TO COMMENCING 20. ADDITIONAL ADVANCED FLAGGERS MAY BE REQUIRED. FLAGGER SHOULD STAND IN A CONSPICUOUS PLACE, BE VISIBLE TO
CONSTRUCTION. APPROACHING TRAFFIC. PLACE A MINIMUM OF FOUR CONES AT 40-FT INTERVAL IN ADVANCE OF FLAGGER STATION AS SHOWN.

10. CONSTRUCTION OPERATIONS SHALL BE CONDUCTED IN SUCH A MANNER AS TO CAUSE AS LITTLE INCONVENIENCE AS 21. TABLES AND SIGNAGE DISPLAYED SHALL COMPLY WITH THE LATEST EDITION OF THE MANUAL OF UNIFORM TRAFFIC CONTROL
POSSIBLE TO ABUTTING PROPERTY OWNERS. DEVICES (MUTCD) CHAPTER 6.

11. ADDITIONAL TRAFFIC CONTROLS, TRAFFIC SIGNS OR BARRICADING MAY BE REQUIRED IN THE FIELD. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR THE PLACEMENT OF ANY ADDITIONAL DEVICES NECESSARY TO ASSURE THE SAFETY TO THE PUBLIC AT
ALL TIMES DURING CONSTRUCTION.

TABLE 6C-2. STOPPING SIGHT TABLE 6C-3. TAPER LENGTH CRITERIA FOR
TABLE 6C-1. RECOMMENDED ADVANCE
WARNING SIGN MINIMUM SPACING DISTANCE AS A FUNCTION OF SPEED TEMPORARY TRAFFIC CONTROL ZONES
SPEED (MPH) DISTANCE (FT) TYPE OF TAPER TAPER LENGTH
DISTANCE BETWEEN SIGNS** (FT) 20 115 MERGING TAPER AT LEAST L
ROAD TYPE
A \ B \ c 25 155 SHIFTING TAPER AT LEAST 0.5L
URBAN (LOW SPEED)* 100 100 100 30 200 SHOULDER TAPER AT LEAST 0.33 L
URBAN (HIGH SPEED)* 350 350 350 35 250 ONE-LANE, TWO-WAY TRAFFIC TAPER | 50 FT MINIMUM, 100 FT MAXIMUM
RURAL 500 500 500 40 305 DOWNSTREAM TAPER 50 FT MINIMUM, 100 FT MAXIMUM
EXPRESSWAY / FREEWAY 1000 1500 2640 45 360 NOTE: USE TABLE 6C-4 TO CALCULATE L
*  SPEED CATEGORY TO BE DETERMINED BY HIGHWAY AGENCY S0 425 TABLE 6C-3. TAPER LENGTH CRITERIA FOR
**  THE COLUMN HEADING A,B AND C ARE THE DIMENSION SHOWN IN 55 495
FIGURES 6H-1 THROUGH 6H-46 IN CHAPTER 6H OF THE MUTCD. THE A o s TEMPORARY TRAFFIC CONTROL ZONES
DIMENSION IS THE DISTANCE FROM THE TRANSITION OR POINT OF
RESTRICTION TO THE FIRST SIGNS. THE B DIMENSION IS THE DISTANCE 65 645 SPEED (S) TAPER LENGTH (L) IN FEET(FT)
BETWEEN THE FIRST AND SECOND SIGNS.THE C DIMENSION IS THE —
DISTANCE BETWEEN THE SECOND AND THIRD SIGNS. (THE "FIRST SIGN" 70 730 40 MPH OR LESS L = WS%60
IS THE SIGN IN A THREE-SIGN SERIES THAT IS CLOSEST TO THE TTC - 45 MPH OR MORE L=wWsS
ZONE. THE "THIRD SIGN" IS THE SIGN THAT IS FURTHEST UPSTREAM POSTED SPEED, OFF-PEAK 85TH-PERCENTILE
FROM THE TTC ZONE.) SPEED PRIOR TO WORK STARTING, OR THE WHERE: 'é: IISZEEDL gﬁggg Il.’\I‘MF; OR OFF-PEAK SVEY;HV-VPIELEEOI\’I:TIOLFEFE’EEI?I; I;’TFHOR TO WORK STARTING
ANTICIPATED OPERATING SPEED OR THE ANTICIPATED OF;ERATING SPEED IN MPH '
\V4 Y4 AYS 1(rev| DATE | BY | DEscriPTION )
LICENSE PLATE READER CAMERA - - - - NEWTON POLICE DEPARTMENT
INSTALLATION f 1’0 C k S 3 f e t : : - - 101 WEST 4TH ST S, NEWTON,
- - - - IA 50208 UNITED STATES
CASE NUMBER: 502480 - - - - )
PERMITTING JURISDICTION: 1170 HOWELL MILL ROAD SUITE 210 [ 0 |02/19/2024 | TD PRELIM  )(( COVER SHEET & LOCATION MAPS
I OWA D E PT O F TRAN S PO RTATI O N ATLANTA’ GA 303 1 8 ( | HEARBY CERTIFY THIS DOCUMENT WAS PREPARED BY MYSELF OR UNDER ) SHEET REV
JAN JU Pt JL T S DER THE LAWS OF THE STATE OF IOWA. JIN TCP.0O1 0

THIS DOCUMENT HAS BEEN DRAWN BASED OFF THE MOST RECENT AVAILABLE DATA & AERIAL IMAGERY. THIS INCLUDES RIGHT OF WAY, EXISTING UTILITIES, & PRIVATE PROPERTY LINES. IT REMAINS THE RESPONSIBILITY OF OTHERS TO VERIFY ALL DATA PRIOR AND EXISTING SURRONDING FACILITIES TO VERIFY & CONFLICTS ABOVE & BELOW GRADE. ALL CONSTRUCTION TO FOLLOW IOWA DEPT OF TRANSPORTATION GENERAL GUIDELINES. DO NOT SCALE DRAWINGS. CALL 811 PRIOR TO DIGGING.




2009 Edition Page 679 2009 Edition Page 645

Figure 6H-22. Right-Hand Lane Closure on the Far Side of an Intersection (TA-22) Figure 6H-5. Shoulder Closure on a Freeway (TA-5)

MNote: See Tables 6H-2 and
l, l, " t 6H-2 for the meaning
of the symbols and/or
; letter codes used in
(optional) this figure.
) END Barrier and
N i ROAD WORK lights (optional)

1_) (optional)

Crash cushion

1/3L

l

<IN\

____ §8
RIGHT LANE g K
7- MUST (optional)

TURN RIGHT

(optional) K S

Note: See Tables 6H-2 and 6H-3
for the meaning of the
symbols and/or letter
codes used in this figure.

Typical Application 5

ittt

Typical Application 22

December 2009 Sect. 6H.01 December 2009 Seet. 6H.01

\V 4 \/ hYS V(Rev| DATE BY | DESCRIPTION ([

LICENSE PLATE READER CAMERA - ) _ ) NEWTON POLICE DEPARTMENT

INSTALLATION ‘ - - - -
ffock safety | W

CASE NUMBER: 502480 i i i i \

PERMITTING JURISDICTION: 1170 HOWELL MILL ROAD SUITE 210 0 |02/19/2024 | TD PRELIM (— COVER SHEET & LOCATION MAPS

. J
ATLANTA, GA 30318 : :
IOWA DEPT OF TRANSPORTATION ’ (e oy oo ws s ov sz cn o | SHEED REV:
) \ ) \ ) \ JL UNDER THE LAWS OF THE STATE OF IOWA. JL TC P . 02 O
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	County: Jasper County
	Name of Governmental Authority: Newton PD
	Approval is requested for authority to install and maintain a traffic control device at the following location: Installation of 4 ALPR Cameras in DOT ROW

4 locations- see plans attached
	The traffic control shall function as follows: ALPR will be placed on both existing infastructure as well as  MASH certified X-squared poles in DOT ROW on behalf of Marshalltown PD
	Name/Signature: Dani Mayberry
	Title (Mayor, Clerk, or Engineer: Permit Manager- Authorized Agent
	CONDITION AND/OR RESTRICTIONS: Flock shall own and maintain all LPR's installed with this permit. 

Lane closures can be from 8:30 am to 3:30pm Monday to Friday for these 4 locations if it is needed.  Please call Iowa DOT Highway Maintenance Supervisor Caleb Wilson for and shoulder and lane closures at (641) 792-7783 to make him aware of the closures.

If lane closure is needed, call the Iowa DOT Traffic Management Center at 515-237-3300 and they will place the closure in our 511 system.  They will need the road, milepost location, and duration of closure. 
	State Traffic Engineer,: Gary Kretlow Jr. District 1 Traffic Tech
	Date: 5/10/2024


