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NON-DOT EQUIPMENT IN ROW APPLICATION
This application and sketch must be filed with the appropriate County: Polk

lowa Department of Transportation District Office.

Applicant: Polk City PD

Name of Governmental Authority

Approval is requested for authority to install and maintain non-DOT equipment at the following location:

#01 W Bridge @ City Limits EB

#03 NW Polk City Dr @ NW 44th St WB

THE APPLICANT UNDERSTANDS THAT THE NON-DOT EQUIPMENT MUST COMPLY WITH THE REQUIREMENTS OF THE CURRENT
MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD), IOWA DEPARTMENT OF TRANSPORTATION. THE APPLICANT
ASSUMES RESPONSIBILITY FOR THE OPERATION OF THE NON-DOT EQUIPMENT. THE APPLICANT ALSO ASSUMES ALL COSTS FOR
ELECTRICITY, MAINTENANCE, AND REPLACEMENT FOR THE ABOVE TRAFFIC CONTROL DEVICE(S).

Attach a drawing of the proposed installation. Drawing to be complete, showing location of non-DOT equipment in relation to
sidewalks, driveways, streets, etc.

OPERATION

Equipment shall function as follows:

Installation of 2 solar power ALPR cameras in DOT ROW on behalf of Polk City PD

By: Dane WW Permitting Manager

Namef&@nature / Title (Mayor, Clerk, or Engineer) Date
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AUTHORIZATION

Approval is granted, subject to the conditions and restrictions set forth herein, for the installation of non-DOT equipment at the
location described above.

CONDITION AND/OR RESTRICTIONS:

LPR cameras to be owned and maintained by Polk City and Flock.

THE IOWA DEPARTMENT OF TRANSPORTATION RESERVES THE RIGHT TO:

(1) Require the removal (or modification) of such non-DOT equipment upon thirty days written notice. Either lack of supervision,
inadequate enforcement, unapproved operation, or intolerable congestion shall be considered sufficient reason to require
removal (or modification).

(2) Revoke and annul the issued permit if the installation is not in operation within eighteen (18) months after date of approval.
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Name: - ( 6/26/24
District Representative, Date

lowa Department of Transportation
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JlOWA DOT APPLICATION AND AGREEMENT TO PERFORM WORK

Form 810028 (11-23) WITHIN STATE HIGHWAY RIGHT-OF-WAY
Permit Number Highway Number County
DOT Project Number Expiration/Completion Date

APPLICANT {INDIVIDUAL OR COMPANY) (ASSISTANCE FROM DEPARTMENT AVAILABLE UPON REQUEST)

First Name Middle Last Name Phone Number Ext.
Flock Safety 4705368103
CompanyName Phone Number Ext.
Flock Safety

Street Address City/Town State | ZIP Code
1170 Howell Mill RD Atlanta GA 30318

e-Mail Address
permit@flocksafety.com

WORK TO BE ACCOMPLISHED
Approval is hereby requested to enter within the state right-of-way and to complete the proposed work as detailed on the attachments

and further described as follows:

Installation of ALPR cameras in DOT ROW

and shall be located as shown on the detailed plan attached hereto. {See current lowa Department of Transportation Utility
Accommodation Policy for submittal of detailed plan requirements.) hitps:/iowadot.gov/ri ghtofway/pdfsiUtility Policy.pdf

WORK SITE LOCATION

The proposed work as described above is located in Section Multiple locations-see plans .,

Range ) on Highway No. generally located __ (miles) .

(direction) from (city, county line, or other land line). Work proposed is more
specifically located as being from (Milepost #) and (Highway Station)
to {Milepost #) and (Highway Station) on the side of highway.

All proposed work covered by this permit shall be at the applicant’s expense. The applicant shall reimburse the lowa
Department of Transportation for any materials removed from the highway right-of-way described as follows:

The following special requirements shall apply to this permit:
When cameras are to be installed, the contractor shall call the lowa DOT
Traffic Management Center to let them know of the shoulder closures. The
TMC phone number is 515-237-3300

Disclosure Statement: The information furnished on this form will be used by the Department of Transportation to determine approval or denial of the
application. Failure to provide all information will result in denial of the application. Information furnished is public information and copies may be
provided to the public upon request.
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The utiity company, corporation, applicant, permit holder or licensee, (hereinafter referred to as the Permit applicant) agrees with the lowa Department of
Transportation (hereafter referred to as the Department) that the following stipulations and those special requirements as listed on this document shall govern under
this permit after it is approved by the Department.

A, General

1. The installation shall meet the requirements of local municipal, county, state, and federal franchise rules and regulations, regulations and directives of the lowa
State Commerce Commission; the lowa Department of Natural Resources, all rules and regulations of the Department and any other laws or regulations applicable.
2. The Permit Holder shall be fully responsible for any future adjustmends of the facilities within the established highway right-of-way caused by highway construction
or maintenance operations.

3. As per Section 115.8(8) of the Utility Accommodation Policy, As-Buitt plans are due within 80 days after completion of construction, the utility owner shall submit
to the district representative an as-built plan.

4. The work described in this permit shall be completed as proposed in compliance with the stipulations and special requirements within one year from the date
Department approval is received for said request Failure on the part of the Permit Holder to abide by the stipulations or in constructing the work described as
stipulated and within the time frame stated shall render this agreement and request null and void. The Permit Holder also agrees to save the State of lowa and the
Department harmless of any damages or losses that may be sustained by any person, or persons, on account of the conditions and requirements of this agreement
5. Non-compliance with any of the terms of the Department's policy, permit, or agreement, may be considered cause for shut-down of construction operations,
revocation of the permit, or withholding of relocation reimbursement and/or withholding of future application approvals until compliance is confirmed. The cost of any
work deemed necessary to be performed by the State in removal of non-complying construction will be assessed against the Permit Holder.

B. Construction and Maintenance

1. The location, construction and maintenance of the utifity installation covered by this application shall be in accordance with the current Department's Utility
Accommodation P elicy. hitps: /fiowadot. govitightofway pdfs/UtilityPolicy.p

3. A copy of the approved permit shall be avaitable on the job site at all times for examination by Department personnel.

4. Operations in the construction and maintenance of this utility installation shall be carried on in such a manner as to cause mininum interference to or distraction
of fraffic on said highway.

5. Traffic protection shall minimally be in accordance with Part VI of the current Manual on Uniform Traffic Control Devices for Streets and Highways. The applicant
shall be responsible for correctly using traffic control devices including signs, waming lights, and channelizing devices as needed while work is in progress o the
clear zone is impacted. Flagging operations are the responsibility of the applicant The Departments TG XXX Series Standards are the preferred traffic control
specification plans. hilp://www.iowadot gov/designistdpine tc

6. The applicant shall seed and muich all disturbed areas within the highway right-of-way and shall be responsible for the vegetative cover until it becomes well
established. Any surfaced areas such as driveways or shoulders and sodded waterways and plantings which are disturbed shall be restored to their original
condition. Any damage to any other underground facilities during installation shall be repaired atthe permit holder’s expense.

7. All personnel in the highway right-of-way shall wear ANS! 107 Class 2 appare at all times when exposed to traffic or construction equipment.

8. As per Policy Section 115.4(8) parking or storage in the clear zone is prohibited. When not in actual use, vehicles, equipment and materials shall not be parked or
stored within the clear zone or median.

9. Unless specifically noted in Special Requirements section, all work performed within the right-ofway shall be restricted to 30 minutes after sunrise to 30 minutes
before sunset.

10. Pedestals shall be placed within 12 inches of the right-of-way line.

11. All above and below ground appurtenances (pedestals, hydrants, drains, accesses, etc.) shall be marked with high visibility posts and signs. The minimum
height requirement for the signs shall be 5 foot Urban Roadway Sections may be exempted with department approval

C. Liability

1. To the extent allowable by law, the Permit Holder agrees to indemnify, defend, and hold the Department harmless from any action or liability arising out of the
design, construction, maintenance, placement of traffic control devices, inspection, or use of the Permit Holder's faciities. This agreement to indemnify, defend, and
hold harmless applies to all aspects of the Department's application review and approval process, plan and construction reviews, and funding participation.

2. The Permit Holder shall indemnify and save harmless the State of lowa, its agencies and employees, from any and all causes of action, stits at law or in equity,
for losses, damages, claims or demands, and from any and all liability and expense of whatsoever nature, arising out of of in connection with the Permit Holder's
use or occupancy of the public highway.

3. The State of lowa and the Department assume no responsibility for damages to the Permit Holder's property occasioned by any construction o maintenance
aperations on said highway if the facilities are not located in accordance with this permit.

4 The State of lowa, its agencies or employees, will be liable for expense incurred by the Permit Holder in its use and occupancy of the highway right-of-way only
when negligence of the State, its agencies or employees, is the sole proximate cause of such expense. Whether in contract, tort or otherwise, the liabitity of the
State, its agencies and employees, is limited to the reasonable, direct expense to repair damaged ufilities, and in no event wil such liability extend to loss of profits
or business, indirect, special, consequential or incidental damages.

D. Notification

1. The Permit Holder is responsible for contacting lowa One-Call {1-800-292-8989) and request the location of all underground utities forty-eight (48) hours before
excavation. Before beginning work in the highway right-of-way, the Permit Holder shall also contact any other known uiility located in the area of the proposed work.
2 The Permit Holder agrees to give the Department forty-eight (48) hour notice of its intention to start construction or to perform routine maintenance on the
highway right-of-way. Said notice shall be made to the local DOT contact person whose name is shown on Page 3.

3. 511 Notification - The Permit Holder or their contractor may not obstruct or close primary highways or primary highway extensions (state highways within city
limits) without prior consent of the department, except in emergency situations. Before setiing up a lane closure or verticalhorizontal restriction of anykindena
primary highway, call the local DOT Maintenance Garage AND the Traffic Management Center per attached documents. Except in emergency situations, a 10-day

advance notice is required.  hitp:/Awww iowadot gov/iraffic/utility/pdfa/5 11UtilityN ofification. pdf

E. Buy America

Buy America applies to relocations of utility facilities that must move due to highway projects under certain specific conditions that include reimbursable locations
and relocations due to interstate projects.

Please contact the Department's District Engineering Operation Technician (EOT) for more information on Buy America requirements or visit the following link:

s:liowadot govlrightofwayfLitility-A ccommodatio -Coordination#533652456-huy-america Permit Number:
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Applicant Signature and Agreement

The undersigned have read the stipulations of this permit agreement as stated as well as attachments which may be included and by
signing this application agree to abide by all stipulations and to complete the work a s proposed in compliance with the stipulations and
attachments within one year from the date Department approval is received for said request. Failure on the part of the applicant to
abide by the stipulations or to construct the work desired as stipulated and within the time frame stated shall render this agreement and
request null and void. The undersigned also agrees to save harmless the State of lowa and the lowa Department of Transportation

from any damage or losses that may be sustained by any person or persons on account of the conditions and requirements of this
agreement.

Applicant Name (First, M.1., Last - Print or Type) Agent/Owner (Signature) Date

Dani Mayberry 2, ) 6/26/24
e-Mail Address
dani.mayberry@flocksafety.com

"The undersigned city joins in the grants embodied in the above permit executed by the lowa Department of Transportation on
condition that all ofthe covenants and undertakings therein running to the lowa Depattment of Transportation shall inure to the benefit
of the undersigned city and recommends action on said permit application as noted below by the delegated city official”.

[ ] Recommend Approval [ ] poNot Recommend Approval [[] None Required
Signature— - Title _ o Date 1
Type or Phint Name Authorized Official for the City of

ﬁ/cm? »gc,é’w Loje Ot
e-Mail Address ) ) .
I Siepke & ﬁ/zclfy 14, yor
'COUNTY ACTION (iF PROPOSED WORK CROSSES COUNTY RIGHT-OF-WAY, COUNTY ACTION IS REQUIRED)
"The undersigned county joins in the grants embodied in the above permit executed by the lowa Department of Transportation on

condition that all ofthe covenants and undertakings therein running to the lowa Department of Transportation shali inure to the benefit
of the undersigned county and recommends action on said permit application as noted below by the delegated county official".

[[] Recommend Approval [] Do Not Recommend Approval [C] None Required
Signature ) Title Date
Type or Print Name Authorized Official for the County of

e-Mail Address

'FEDERAL HIGHWAY ADMINISTRATION ACTION

{DEPARTMENT REPRESENTATIVE WILL REVIEW THE REQUEST AND OBTAIN FHWA ACTION, WHEN NEC ESSARY)
[] Recommend Approval [] Do Not Recommend Approval [] None Required
Authorized FHWA Representative Signature Date

'DEPARTMENT OF TRANSPORTATION FINAL ACTION
D Application Approved D Application Denied

| Permit Number:
Authorized Highway District Representative Signature Date

e-Mail Address

Notice of intention to commence activities on the highway rights-of-way shall be submitted by the applicant a minimum of 48 hours prior to actually comm encing the activities
'as h,erein granted by this approved application. Notice is to be given to the following lowa Depg_rtgpept of Transporation representative:

Local DOT Contact Person (Type or Print Name)G Phone Number
ary Kretlow Jr. 515-239-1199
Street Address 1020 S. 4th St. City/Town Ames S;;te Zig&ﬂdg

e-Mail Address

gary.kretlowjr@iowadot.us

Permit Number:
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LICENSE PLATE READER CAMERA INSTALLATION

CASE NUMBER: 645301

PERMITTING JURISDICTION:

IOWA DEPARTMENT OF TRANSPORTATION

IOWA DOT
FLOCK SAFETY

ON BEHALF OF

POLK CITY POLICE DEPARTMENT

CONTACT LIST

PERMITTING

DANI MAYBERRY
DANI.MAYBERRY@FLOCKSAFETY.COM

PROJECT MANAGER

JENNIFER SILVA
JENNIFER.SILVA@FLOCKSAFETY.COM

SEE APPROVED PERMIT FOR LISTED INSPECTOR*

DRAWING INDEX

T.01 COVER SHEET & LOCATION MAPS
T.02 SYMBOLOGY & ABBREVIATIONS
GN.01 - GN.02 GENERAL NOTES
A.01-A.02 PLAN DRAWINGS
SPEC.01 - SPEC.03 EQUIPMENT & FOUNDATION DETAILS
TCP.01 - TCP.02 TRAFFIC CONTROL DETAILS
& J

SAFETY IS IN YOUR HANDS.

EVERY DIG. EVERY TIME.

\ J

(REV| DATE BY | DESCRIPTION )

POLK CITY POLICE DEPARTMENT

309 VAN DORN ST, POLK CITY,
IA 50226

ffock safety

1170 HOWELL MILL ROAD SUITE 210
ATLANTA, GA 30318

1 | 06/25/2024 | RMD | JX COMMENTS

(0 | 06/13/2024 | WS PRELIM )

N\

I HEARBY CERTIFY THIS DOCUMENT WAS PREPARED BY MYSELF OR UNDER
MY DIRECT SUPERVISION THAT | AM A DULY REGISTERED ENGINEER
UNDER THE LAWS OF THE STATE OF IOWA.
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LICENSE PLATE READER CAMERA
INSTALLATION

CASE NUMBER: 645301
PERMITTING JURISDICTION:
IOWA DEPARTMENT OF
\ TRANSPORTATION y

N\

COVER SHEET & LOCATION MAPS )

SHEET: REV:

T.01 0

THIS DOCUMENT HAS BEEN DRAWN BASED OFF THE MOST RECENT AVAILABLE DATA & AERIAL IMAGERY. THIS INCLUDES RIGHT OF WAY, EXISTING UTILITIES, & PRIVATE PROPERTY LINES. IT REMAINS THE RESPONSIBILITY OF OTHERS TO VERIFY ALL DATA PRIOR AND EXISTING SURRONDING FACILITIES TO VERIFY & CONFLICTS ABOVE & BELOW GRADE. ALL CONSTRUCTION TO FOLLOW IOWA DEPARTMENT OF TRANSPORTATION GENERAL GUIDELINES. DO NOT SCALE DRAWINGS. CALL 811 PRIOR TO DIGGING.
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7
GENERAL & CONSTRUCTION NOTES

1.  ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH STATE AND LOCAL AGENCY SPECIFICATIONS UNLESS
SPECIFICALLY STATED OR SHOWN OTHERWISE HEREIN.

2. ALL WORK SHALL CONFORM TO ALL APPLICABLE ELECTRICAL CODES EXCEPT WHEN STATE DEPARTMENT OF
TRANSPORTATION AND LOCAL AGENCY STANDARDS SUPERSEDE.

3. CONTRACTOR SHALL ENSURE ALL PROPOSED EQUIPMENT INSTALLED IS IN ACCORDANCE WITH NESC
REQUIREMENTS AND CLEARANCES.

4. ALL CONSTRUCTION AND/OR MAINTENANCE ON THE IOWA DEPARTMENT OF TRANSPORTATION RIGHT OF WAY
SHALL CONFORM TO THE FEDERAL MANUAL ON UNIFORM TRAFFIC DEVICES, THE IOWA DEPARTMENT OF
TRANSPORTATION ROADWAY AND TRAFFIC DESIGN STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION, PLANS PREPARATION MANUAL AND DRAINAGE MANUAL.

5. THE PERMITTING AGENCY RESERVES THE RIGHT TO MAKE ADJUSTMENTS TO ANY PERMITTED METHODS OF
INSTALLATION, SCOPE OF WORK AND RESTORATION THAT MAY BE REQUIRED TO POSITIVELY SUPPORT LIFE,
SAFETY AND ENVIRONMENTAL WELL BEING OF ALL USERS OF THE TRANSPORTATION SYSTEM.

6. SHOULD A CONFLICT ARISE BETWEEN THE DETAILS SHOWN IN THE PLANS AND THE DEPARTMENT OF
TRANSPORTATION STANDARDS, THE ENGINEER/PERMITTEE SHALL IMMEDIATELY CONFER WITH THE
DEPARTMENT’S ENGINEER IN ORDER TO RESOLVE THE DISCREPANCY. IN NO CASE WILL ANYTHING LESS THAN
THE DEPARTMENTS MINIMUM STANDARDS BE ALLOWED.

7. FLOCK SAFETY SHALL BE RESPONSIBLE FOR LOCATING ALL UNDERGROUND UTILITIES 48 HOURS PRIOR TO
CONSTRUCTION.

7.1. INSTALLS INVOLVING FLOCK SAFETY PROVIDED POLES, A MINIMUM OF 2° SEPARATION SHALL BE MAINTAINED
FROM ALL EXISTING UTILITIES AND STORM DRAIN STRUCTURES.

8. THE PERMITTED WORK SCHEDULE IS DEFINED AS MONDAY THROUGH FRIDAY 7:00AM TO 5:30PM UNLESS
OTHERWISE NOTED WITHIN THE PERMIT. ANY WORK DESIRED OUTSIDE OF THIS PERIOD MUST BE REQUESTED IN
ADVANCE AND APPROVED BEFORE WORKING THE ALTERNATE SCHEDULE.

9. FLOCK SAFETY SHALL BE RESPONSIBLE TO APPLY AND OBTAIN AN APPROVED TRAFFIC CONTROL PLAN IN
ACCORDANCE WITH MUTCD AND LOCAL STANDARDS AS REQUIRED.

10. WORK INVOLVING TEMPORARY LANE CLOSURES ARE TO BE DONE BETWEEN THE HOURS OF 8:00AM AND 5:00PM.
MONDAY THROUGH FRIDAY UNLESS OTHERWISE STATED BY THE DEPARTMENT OF TRANSPORTATION.

11. CONTRACTOR SHALL PROVIDE SAFE ACCESS PER CURRENT GENERAL STANDARDS FOR ALL PEDESTRIAN TRAFFIC
REGULATIONS ON ALL EXCAVATIONS OPENED IN THE TRAFFIC ZONE CONTROL AREA.

12. NO PEDESTRIAN PATHWAY IS TO BE REMOVED, BLOCKED, OR DISTURBED WITHOUT HAVING A SUFFICIENT
DESIGNATED TEMPORARY PEDESTRIAN PATHWAY WITH ALL APPROPRIATE PEDESTRIAN MAINTENANCE OF
TRAFFIC SIGNS IN PLACE PRIOR TO PATHWAY BEING AFFECTED.

12.1. ALL TEMPORARY PEDESTRIAN PATHWAYS MUST BE FIRM AND UNYIELDING.

13. CONTRACTOR SHALL MAINTAIN ACCESS TO ALL ADJACENT PROPERTY IN THE VICINITY OF THE CONSTRUCTION.

14. NO WORK SHALL BE PERFORMED DURING THE WEEKS OF ANY STATE OR FEDERAL HOLIDAYS UNLESS OTHERWISE
APPROVED BY THE IOWA DEPARTMENT OF TRANSPORTATION.

15. ALL WORK ZONES ARE TO BE SET UP AND MAINTAINED BY SOMEONE WHO HAS THE IOWA DEPARTMENT OF
TRANSPORTATION INTERMEDIATE TRAFFIC CONTROL LEVEL TRAINING OR EQUIVALENT.

16. THE PERMITTING AGENCY RETAINS THE RIGHT TO MAKE ALTERATIONS TO THE PERMIT, ATTACHED SKETCH OR
CHARACTER OF WORK AS MAY BE CONSIDERED NECESSARY OR DESIRABLE DURING THE PROGRESS OF THE
WORK FOR SATISFACTORY COMPLETION OF THE PROPOSED CONSTRUCTION.

17. THE PERMITTEE SHALL NOTIFY THE PERMITTING AGENCY OF DATE OF COMPLETION, REQUEST A FINAL
INSPECTION AND A NOTICE OF FINAL ACCEPTANCE.

18. IF THE PROPOSED CANNOT BE INSTALLED PER THE APPROVED PERMITTED PLAN AND BY GENERAL
SPECIFICATIONS, A REVISED PLAN MUST BE PROVIDED TO THE DEPARTMENT FOR REVIEW AND APPROVAL PRIOR
TO THE INSTALLATION OF PRODUCTS OR MATERIALS AT THE GIVEN LOCATIONS WHERE CONFLICTS OCCUR.

19. CONTRACTOR SHALL RESTORE RIGHT-OF-WAY TO EQUAL OR BETTER CONDITION UPON COMPLETION OF WORK
AND TO THE SATISFACTION OF THE STATE DEPARTMENT OF TRANSPORTATION AND LOCAL AGENCY AT NO
ADDITIONAL COMPENSATION.

19.1. RESTORATION MAY INCLUDE BUT IS NOT LIMITED TO GRADING AND SODDING IN ANY DISTURBED AREA.
19.2.  ANY SIDEWALK DISTURBED WILL BE REPLACED BY SECTION WITHIN 72 HOURS TO THE STATE DEPARTMENT
OF TRANSPORTAION SPECIFICATIONS.

20. IT WILL BE THE RESPONSIBILITY OF THE PERMITTEE TO REPAIR ANY DAMAGE TO GENERAL FACILITIES AND/OR
PRIVATE PROPERTY CAUSED BY CONSTRUCTION OF THE PROJECT.

21. ALL ROADWAY PAVEMENT, CURBS,GUTTERS AND STORM WATER COLLECTORS WILL BE KEPT FREE OF MUD AND
OTHER DEBRIS AT ALL TIMES DURING CONSTRUCTION.

22. NO STOCKPILING, STORING OR SEMI PERMANENT USE OF THE RIGHT OF WAY IS AUTHORIZED UNLESS
SPECIFICALLY IDENTIFIED WITHIN THE PERMIT.

23. THE CONTRACTOR SHALL HAVE AN AUTHORIZED PERSON AVAILABLE AT/OR NEAR THE WORK SITE TO ADDRESS
EMERGENCY ISSUES ASSOCIATED WITH THE PROJECT.

ADA COMPLIANCE NOTES:

1. ALL SIDEWALK CONSTRUCTION SHALL BE IN ACCORDANCE WITH ADA TITLE Il AND ALL STATE DEPARTMENT OF
TRANSPORTATION AND LOCAL STANDARDS. USE STATE DEPARTMENT OF TRANSPORTATION CURRENT EDITION
STANDARDS FOR PEDESTRIAN CONTROL PLANS FOR CLOSURE OF SIDEWALK.

2. MINIMUM SIDEWALK CLEAR PEDESTRIAN ACCESS ROUTE (PAR) IS 48" WIDE.

3. NO OBSTRUCTION IS PERMITTED ALONG THE WIDTH OF THE SIDEWALK UP TO 7'-0" IN HEIGHT.

DRAWINGS

1.  THE WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH THE FOLLOWING ATTACHED DRAWINGS THAT
ARE HEREBY MADE A PART OF THE STATEMENT OF WORK, BY THIS REFERENCE.

SPECIFICATIONS

1.  THE WORK SHALL BE PERFORMED IN STRICT ACCORDANCE WITH THE SPECIFICATIONS CONTAINED IN THAT
CERTAIN “MASTER AGREEMENT, OUTSIDE PLANT MAINTENANCE CONSTRUCTION SERVICES,” PROVIDED THAT
SUCH AN AGREEMENT EXISTS BETWEEN FLOCK SAFETY AND CONTRACTOR. IN THE ABSENCE OF SUCH AN
AGREEMENT, THE SPECIFICATIONS CONTAINED IN AN AGREEMENT TO BE EXECUTED BY THE PARTIES PRIOR TO
THE COMMENCEMENT OF WORK SHALL GOVERN.

MATERIALS

1. INSTALLER SHALL RECEIVE FLOCK SAFETY MATERIALS AT A FLOCK SAFETY LEASED WAREHOUSE FACILITY OR AT

THE LOCAL TSO LOCATED AT (CONTACT 24 HOURS IN ADVANCE): 1170 HOWELL MILL RD NW, ATLANTA, GA 30318.
1.1 ALL UNUSED AND REQUESTED SALVAGED MATERIAL TO BE RETURNED TO SAME ADDRESS.

2. THE RECEIPT OF ALL MATERIALS SHALL BE CONSTRUED AS CONCLUSIVE EVIDENCE THAT THE CONTRACTOR HAS
MADE ALL NECESSARY EXAMINATION AND INSPECTIONS, AND IS SATISFIED AS TO THE QUALITY AND QUANTITY OF
MATERIALS RECEIVED.

3. ANY AND ALL MATERIALS THAT MAY BECOME LOST, STOLEN OR DAMAGED SHALL BE REPLACED BY THE
CONTRACTOR AT HIS SOLE EXPENSE, AND ANY DELAY INCURRED SHALL NOT BE CAUSE FOR AN EXTENSION IN
TIME

SAFETY AND PRECAUTIONS

1.  ALL PERSONNEL ARE REQUIRED TO ABIDE BY ALL RULES AND REGULATIONS SET FORTH IN THE FLOCK SAFETY
REQUIREMENTS, RAILROAD SAFETY CODE AND GOVERNING JURISDICTION.

2. THE WORK UNDER THIS INSTALLATION WILL BE CONSTRUCTED ALONG RIGHTS OF WAY THAT MAY CONTAIN
EXISTING AND OPERATIONAL UTILITIES. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR LOCATING
EXISTING UTILITIES AND FOR COMPLIANCE WITH THE REQUIREMENTS OF ANY STATEWIDE AND/OR LOCAL AREA IN
ADVANCE OF ANY EXCAVATION, BORING OR PLACING WORK AND THE CONTRACTOR SHALL LOCATE AND EXPOSE
BY HAND ALL EXISTING SUBSURFACE PLANT. ANY DAMAGE CAUSED BY THE CONTRACTOR SHALL BE REPAIRED BY
THE CONTRACTOR AT HIS SOLE EXPENSE AND ANY DELAY INCURRED SHALL NOT BE CAUSE FOR AN EXTENSION IN
THE TIME OF THE CONTRACT.

3. INSTALLER SHALL BE RESPONSIBLE FOR THE PROTECTION AND MAINTENANCE OF PUBLIC AND PRIVATE
PROPERTIES. INSTALLER SHALL PROTECT, SHORE, BRACE, SUPPORT AND MAINTAIN ALL UNDERGROUND PIPES,
CONDUITS, DRAINS AND OTHER SUBSURFACE STRUCTURES UNCOVERED OR OTHERWISE AFFECTED BY THE
WORK.

4. INSTALLER SHALL BE RESPONSIBLE FOR ALL DAMAGE TO STREETS, ROADS, HIGHWAYS, SHOULDERS, DITCHES,
EMBANKMENTS, CULVERTS, BRIDGES OR OTHER PUBLIC OR PRIVATE PROPERTY OR FACILITY, REGARDLESS OF
LOCATION OR CHARACTER, WHICH MAY BE CAUSED BY THE WORK, OR BY MOVING, HAULING, OR OTHERWISE
TRANSPORTING EQUIPMENT, MATERIALS OR WORKERS TO OR FROM WORK OR ANY SITE THEREOF, WHETHER BY
THE CONTRACTOR OR SUBCONTRACTORS.

STAKING AND SCHEDULING

1. ALL STAKING WILL BE PROVIDED BY FLOCK SAFETY. REQUIRED RIGHT OF WAY CLEARING SHALL BE COMPLETED
PRIOR TO STAKING: THEREFORE, THE INSTALLER SHALL COORDINATE ALL CLEARING AND PLACING OPERATIONS
WITH THE FLOCK SAFETY PROJECT SUPERVISOR TO AVOID DELAYS AND INTERFERENCE.

2. FLOCK SAFETY WILL PROVIDE RAILROAD, FLAGMEN AND SIGNALMEN AS REQUIRED; HOWEVER, THE CONTRACTOR
SHALL BE REQUIRED TO COORDINATE ITS NEEDS FOR SUCH SIGNALMEN AND FLAGMEN WITH FLOCK SAFETY.

3. IN ADDITION TO THE SCHEDULING REQUIREMENTS IN THE GENERAL PROVISIONS, UPON REQUEST THE
CONTRACTOR SHALL ALSO SUBMIT TO THE FLOCK SAFETY PROJECT SUPERVISOR, DAILY CREW ASSIGNMENT
REPORTS SPECIFYING CREW AND CREW COMPOSITION AND WORK LOCATION.

PERMITS

1.  FLOCK SAFETY HAS OBTAINED OR WILL OBTAIN PERMITS FROM DEPARTMENTS AND/OR AGENCIES OF CITIES,
COUNTIES, STATES, FEDERAL GOVERNMENT, RAILROAD OR OTHER ENTITIES, WHICH PROVIDE FOR THE PLACING
OF PIPES AND/OR CABLE UNDER DITCH, TRACKS AND ROADS AND PLACING PIPES AND/OR CABLE ALONG AND
WITHIN PUBLIC OR PRIVATE ROAD RIGHTS OF WAY AND RAILROAD RIGHTS.

2. CONTRACTOR SHALL OBTAIN ADDITIONAL PERMITS, IF REQUIRED, FOR EQUIPMENT ACCESS OR MOVEMENT ON
PUBLIC ROADS AND RAILROADS. COPIES OF SUCH PERMITS SHALL BE FURNISHED TO FLOCK SAFETY. ALL TRAFFIC
CONTROL, IF APPLICABLE, SHALL BE IN ACCORDANCE WITH LOCAL, STATE, COUNTY, OR PERMITTING AGENCY
LAWS, REGULATIONS, AND REQUIREMENTS, AND WILL BE THE CONTRACTOR’S RESPONSIBILITY. TRAFFIC
CONTROL PLANS PROVIDED BY CURRENT IOWA DEPARTMENT OF TRANSPORTATION DESIGN STANDARDS.

SCOPE OF WORK

1. THIS PROJECT SHALL CONSIST OF THE FOLLOWING OPERATIONS: THE WORK PACKAGE IS FOR THE INSTALLATION
OF FLOCK SAFETY ALPR CAMERAS WHICH INCLUDES BUT IS NOT LIMITED TO: FLOCK SAFETY PROVIDED POLES,
POLE MOUNTED SOLAR PANELS, AND EXTERNAL BATTERY PACKAGES.
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LOCATION DATA

REF PAGE Name Latitude Longitude Address Product Pole External Batiery
A.01 #01 W Bridge @ City Limits EB 41.7643245194026 |-93.7300860317455 (2152 W Bridge Rd,Polk City,lowa,b0226 United States |Falcon |X2 Redi Torque - Soil Plate |Penguin Pack
A.02 #03 NW Polk City Dr @ NW 44th St WB |41.7483376431358 (-93.6783836588991 (10395 NW 44th St,Polk City,lowa, 50226 United States |Falcon (X2 Redi Torgue - Soil Plate |Penguin Pack
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PROPOSED FLOCK EQUIPMENT ON PROPOSED REDI-TORQUE POLE LOOKING EAST

#01 W BRIDGE @ CITY LIMITS EB J-}, F
41.7643245194026, -93.7300860317455
6' FROM EDGE OF PAVEMENT

*REFERENCE TYPICAL DETAIL ON SHEET SPEC.01
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PROPOSED FLOCK EQUIPMENT ON PROPOSED REDI-TORQUE POLE
#03 NW POLK CITY DR @ NW 44TH ST WB

41.7483376431358, -93.6783836588991
7' FROM EDGE OF PAVEMENT

*REFERENCE TYPICAL DETAIL ON SHEET SPEC.01
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DESIGN NOTES

1. POLE AND FOUNDATIONS ARE DESIGNED IN ACCORDANCE WITH THE FOLLOWING CODES:
1.1. AASHTO LRFD SPECIFICATIONS FOR STRUCTURAL SUPPORT FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC SIGNALS 2015 EDITION.
1.2. 2009/2012/2015/2018/2021 INTERNATIONAL BUILDING CODE

2. POLE ANALYSIS AND FOUNDATION DESIGN ARE BASED ON THE FOLLOWING CRITERIA:
2.1. DESIGN WIND SPEED (VULT)): 115 MPH (MAXIMUM)
2.2. RISK CATEGORY: 1l

2.3. EXPOSURE CATEGORY: C
2.4. TOPOGRAPHIC CATEGORY: 1
2.5. SEISMIC DESIGN CRITERIA:
2.5.1. SOIL SITE CLASS: D (ASSUMED)

2.5.2. SPECTRAL RESPONSE, SS:  1.000G (MAXIMUM)
2.5.3. SPECTRAL RESPONSE, S81:  0.004G (MAXIMUM)
2.5.4. SEISMIC DESIGN CATEGORY: B

2.6. STRUCTURE BASE REACTIONS ARE CALCULATED AS FOLLOWS:

ULTIMATE BASE MOMENT: 2,700 LB-FT
ULTIMATE BASE SHEAR: 300LB
ULTIMATE BASE AXIAL: 100 LB

2.7. SHOULD ANY OF THE SITE-SPECIFIC PARAMETERS BE HIGHER THAN WHAT IS NOTED ABOVE, THE EOR SHALL BE CONTACTED TO
PROVIDE A REVISED DESIGN.

3. POLE STRUCTURE SHALL BE INSTALLED ON A FOUNDATION WITH FLAT BEARING SURFACE. THE TOP OF THE TOP OF THE FOUNDATION
OUTSIDE OF THE BASE PLATE FOOTPRINT SHALL BE SLOPED BETWEEN 1" AND 3" TO ALLOW FOR ADEQUATE DRAINAGE.

4. THE PROPOSED DETAILS OF THIS DRAWING SHALL NOT BE USED WHERE SOILS CONSIST OF SOFT CLAY, PEAT, OR SOIL WHERE A SMALL
DIAMETER REBAR (#5 OR SMALLER) OR METAL PROBE PENETRATES EASILY INTO THE SOIL BY MORE THAN 6" WHEN THE FULL WEIGHT
OF A PERSON IS APPLIED. IF UNEXPECTED SOIL IS FOUND ON SITE, THE CONTRACTOR SHALL CONTACT EOR FOR DIRECTION.

GENERAL & CONSTRUCTION NOTES

1. CONTRACTOR SHALL BE RESPONSIBLE TO CONTACT 811 TO LOCATE ALL UNDERGROUND UTILITIES 48 HOURS PRIOR TO
CONSTRUCTION START DATE.

2. CONTRACTOR SHALL BE RESPONSIBLE FOR APPLYING AND OBTAINING APPROVED TRAFFIC CONTROL PLAN(S) IN ACCORDANCE WITH
MUTCD AND LOCAL JURISDICTION STANDARDS AS REQUIRED.

3. CONTRACTOR SHALL BE RESPONSIBLE FOR THE RESTORATION OF ANY DISTURBED AREAS TO ORIGINAL CONDITION TO STATE
DEPARTMENT OF TRANSPORTATION AND LOCAL JURISDICTION AT NO ADDITIONAL COMPENSATION.

4. ALL WORK SHALL ABIDE BY ALL APPLICABLE NATIONAL ELECTRICAL CODES EXCEPT WHEN THE STATE DEPARTMENT OF
TRANSPORTATION AND LOCAL JURISDICTION STANDARDS SUPERSEDE.

5. POLE SHOULD BE GROUNDED TO A SOLID BARE BOND GROUNDING & GROUNDING ROD (OR COIL 25' OF #6 BARE COPPER) IN POLE
FOUNDATION AND BACK TO PROPOSED FLOCK EQUIPMENT.

6. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH STATE DEPARTMENT OF TRANSPORTATION AND LOCAL JURISDICTION
SPECIFICATIONS UNLESS SPECIFICALLY STATED OR SHOWN OTHERWISE HEREIN.

7. CONTRACTOR SHALL BE RESPONSIBLE TO DETERMINE THE SOIL TYPE AND SUITABILITY REQUIREMENTS PRIOR TO CONSTRUCTION
PER PROJECT MANAGER DIRECTIVE.

ADA COMPLIANCE NOTES
1.  ALL SIDEWALK CONSTRUCTION SHALL BE IN ACCORDANCE WITH ADA TITLE Il AND ALL STATE DEPARTMENT OF TRANSPORTATION
AND JURISDICTIONAL STANDARDS.
2. USE STATE SPECIFIC DEPARTMENT OF TRANSPORTATION CURRENT EDITION STANDARDS FOR PEDESTRIAN CONTROL PLANS FOR
SIDEWALK AND WALKWAY CLOSURES.
MINIMUM SIDEWALK CLEARANCE FOR PEDESTRIAN ACCESS ROUTE (PAR) IS 48" WIDE.
MINIMUM CLEARANCE OF ANY PROPOSED EQUIPMENT ALONG THE WIDTH OF THE SIDEWALK IS 7'-0" IN HEIGHT.

60W SOLAR PANEL
(SEE 1/SPEC.02)

POLE HEIGHT FROM GRADE

120"

FALCON CAMERA
(SEE 5/SPEC.02)
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OPTIONAL BATTERY PACK
(MAX OF 2) INSTALLED
BEHIND SOLAR PANEL
(SEE 6/SPEC.02)

USE GRADE 8 BOLTS, WASHERS, AND
NUTS (OR APPLICABLE GRADE) FOR
HARDWARE PIPE SLEEVE AND SOLAR
PANELS TO POST.

OPTIONAL BATTERY PACK
INSTALLED BEHIND CAMERA
(SEE 6/SPEC.02)

11'-9" A53 GR B P2.5STD OR

A1011 GR 60 P2 %"@ )10 GA.)
(SEE 2/SPEC.02)

X-SQUARED BREAKAWAY BASE
WITH ROUND RECEIVER

(PART #SB10C-278RD-G)

(SEE 3/SPEC.02)

X-SQUARED SLIP BASE
(PART #SB10-CTWA-48-G)
(SEE 4/SPEC.02)

FOUNDATION
(SEE SPEC.02/ SPEC.03)

POLE ELEVATION DETAIL

SCALE: N/A
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60 WATT SOLAR PANEL AND MOUNT ASSEMBLY (TOP MOUNTED)

MODEL 701-00111 SUPPLIED
BY FLOCK SAFETY

CIRCULAR TUBE @ = 3.15'
(.08" THICK)

HORIZONTAL
RECTANGULAR TUBE
1.18" x .79" (.04" THICK)

194"

2!_43/16u

WEIGHT: 25 LB. (APPROX)

MOUNTING HARDWARE TO BE
PROVIDED BY FLOCK SAFETY

TOP VIEW

HORIZONTAL
RECTANGULAR TUBE
1.18" x .79" (.04" THICK)

1.0
11l
@7 X 10 —/
o
1 =
= O
™ o
= —1
12.6" @
L] J
BOTTOM VIEW SIDE VIEW
(2) 30 WATT
SOLAR PANELS
=(O
x
N~
PIPE SLEEVE MOUNT
SIDE ISOMETRIC

[e]

OPTIONAL "PENGUIN" BATTERY PACK (MAX 3)

MODEL 702-00028
SUPPLIED BY FLOCK SAFETY

T——g———y

7%’

— MOUNTING
— BRACKET
r 8 [
3'%e” %
FRONT SIDE

WEIGHT: 4 LB. EACH (APPROX)

MOUNTING HARDWARE:
MCMASTER-CARR QUICK-RELEASE CLAMP
PART #: 6322K58
OR AN APPROVED EQUIVALENT

ISOMETRIC

4 )
. J/
4 )

AUTOMATIC LICENSE PLATE READER CAMERA DETAIL

MODEL 701-0059
SUPPLIED BY FLOCK SAFETY

-

10 1%4"

46"

SIDE

WEIGHT: 5 LB. (APPROX)

POLK CITY POLICE DEPARTMENT

309 VAN DORN ST, POLK CITY,
IA 50226

MOUNTING HARDWARE:
MCMASTER-CARR QUICK-RELEASE CLAMP
PART #: 5322K58
OR AN APPROVED EQUIVALENT

ISOMETRIC

\ J

(REV
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ATLANTA, GA 30318

DATE BY DESCRIPTION )

11'-9"

A53 GR. B P2.5STD PIPE OR A1011 GR60 P2%@ (10 GA)) (3 ?

PIPE SHALL BE HOT DIP GALVANIZED

POST DETAIL

REDI-TORQUE POST BASE SB10C-278RD-G

LOCKING WEDGE
LWX278RD-G

"

RECIEVES 2%' @
ROUND POST

LOC'EWSZ%ERDDG_S RECIEVES 2§" @
/  ROUND POST

L—10" —

SIDE

MANUFACTURER: XCESSORIES SQUARED
PART #: SB10C-278RD-G

FOUNDATION DETAIL - WINGED UNIBASE OPTION

LOCKING WEDGE

10" SLIP BASE "
BOTTOM I_ 10" —— LWX278RD-G
S ] .
ik
EXISTING GRADE 7 J EXISTING GRADE
= e

16"

L |0

40"
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XCESSORIES
SQUARED

Development & Manufacturing Inc.

INSTALLATION GUIDE REDI-TORQUE MODEL 280 OMNI DIRECTIONAL SLIP BASE
(COMBINATION ANCHOR WITH LOWER SLIP PLATE). RECEIVES ROUND SIGN SUPPORT

MASH-16 COMPLIANT FOR INTERSECTIONS and MAINLINE ROADWAYS XCESSORIES SQUARED DEV. & MFG. CO., INC. AUBURN, IL 62615
/ RT280U-RD1 | \CpRp 350 CRITERIA - FHWA ACCEPTANCE LETTERS 55-134 & 55-1344 | [\OVemMber 15,2022 110, o00) 6217048 FAX: (217) 438-3917 x-sqrd.com
ROUND PARTS LIST STEP A

=) - ]
%"f B4 STEP C 1. Insert Round Sign Support into Upper Slip Plate (C) top receiver until support bottoms out.

SIGN 1. Install appropriate Unibase (A) plumb & squared up with road, ﬂ @

with point of triangular slip plate facing oncoming traffic.

SUPPORT ~ A: Unibase - Lower Slip Plate
2. Depth of embeddment to leave 2-4" (+14/-/4") from grade to top of Lower Slip Plate of Unibase (A).
ITEM|QTY DESCRIPTION NOTE: For soil or concrete installation options, see details at lower left.
A 1 |Combination Anchor/Lower Slip Plate NOTE: If installing in concrete, auger the footing hole shallow enough to be able to drive 3-4 inches

of Unibase (A) into the bottom of the hole. This will help stabilize the unit as concrete is
being poured and cured while also allowing for proper drainage.
NOTE: On multi-leg installations, be sure that all Unibases are squared & lined up with each other.

B: Redi-Torque Match Plate Hardware

1. Place one each teflon coated Slip Washer (B3) on top of Lower Slip Plate of Unibase (A) at each notched point

ITEM|QTY DESCRIPTION with open end of slot facing center of triangular slip plate. Leave enough room between the closed ends of the
B1 3 14"-13 x 3" Gr. 8 Redi-Torque Bolt slot/notch to allow @4" Redi-Torque Bolt (B1) to pass through. SA2
2. Place Upper Slip Plate (C) onto the three Slip Washers (B3) properly indexed o
B2 6 5/8" U.S.S. Flat Washer it

3. Slide 1 each %" Flat Washer (B2) on to each Redi-Torque Bolt (B1) then insert Bolt (B1) with Washer (B2) down through
notched points of Upper Slip Plate (C), slot of Slip Washer (B3) and notched point of Lower Slip Plate of Unibase (A).

4. Slide 1 each %" Flat Washer (B2) up on exposed thread of each Bolt (B1) followed by threading 1 each 4" Flange Nut (B4)
on to each Bolt (B1) as tight as can reasonably be attained using the %" (larger) hex and NOT the %" (smaller) hex.

ﬁ so that the round post receiver notched portion is pointing toward oncoming traffic.
K2
@

B4 | 3 [/A"-13 Gr. 8 large diameter Flange Nut
B5* [ 0 6" thick Leveling Shim

* may not be necessary for every installation

B3 3 | #s" thick, Teflon Coated Slip Washer § ﬁ
© )
e

2. With a hand held hammer, drive the round sign support Locking Wedge (C1) into the Slip Base Top (C) receiver at the

pre-determined notch. (The Locking Wedge does not need to be driven flush with top of Upper Slip Plate receiver)
*SHIMMING: Before moving on to step 3, check the plumb of the sign support(s). If necessary, /s" thick Leveling

Shim(s) (B5) may be used at the appropriate point(s) between slip plates. To re-plumb, loosen Bolt (B1) at desired point

C:  Upper Slip Plate Sub-Assembly

ITEM|QTY DESCRIPTION enough to lean the Upper Slip Plate (C) back and slide Leveling Shim (BS) into place. Shim(s) should be placed under Teflon
- - . A Coated Slip Washer. Maximum of 2 each Leveling Shims per notched point.
¢ 1 [Top Rece.lver for Round Sl_gn Support| | - 3. After Locking wedge (C1) is securely in place. loosen each Bolt (B1) and Nut (B4), one at a time, then retighten each Bolt
C1 1 | Round Sign Support Locking Wedge (B1), using the %" (smaller) hex, until the %" hex head twists off from the " hex head. This will set the proper torque level
of 52 ft-lbs.
1. UP TO A MAXIMUM OF THREE OMNI DIRECTIONAL SLIP BASES WITH REDI-TORQUE MODEL 280 ] gl%l\?l)
MATCHPLATE HARDWARE MAY BE INSTALLED WITHIN A SEVEN FOOT SPAN ON MAINLINE ROADWAY. ‘ SL'PLPORT
2. FOR ADDITIONAL WINDLOAD CAPABILITY, A HEAVIER GAUGE POST MAY BE USED. [ =y
CONCRETE INSTALLATION DETAIL DIRECT DRIVEN SOIL INSTALLATION DETAIL — INSTALLED VIEW
— . (FRONT)
\ o/:\ Vi
QNN AN %¢" hex head
S \%&\ (twists off at proper torque) —>ﬁ
\:(\/’\?;A N h \@&\\ ’
\K}Sj\/ \\/o\\,:/\
Grade (concrete) “ 1| Grade (soil) — 1| / ) -
I I
t?ptof lower slip : tcl)ptof lower slip : B2
plate plate
21 2" | 21/2|| |
[ | -]
| L] o N e
| W 7 |
[ I
T, I=IE=E== slIEsIE=TI=
| sSlE=lE=lIE= IE=TIE=lIE=]E
© e el AL
“ a I === Lkﬂgmgﬂ REINSTALLATION PROCEDURE:
4 an | EME‘H > RE=]]E] NOTE: All match plate hardware components are generally reusable except the Redi-Torque Bolts (B1)
_______ Y I R “-‘El - - ?‘«_I 1. Remove sign support Locking Wedge (C1) from Upper Slip Plate(C) receiver with a hand held hammer.

NOTE: Recommended footing size a
minimum of 12" in diameter and 30" deep.

2. Place Upper Slip Plate(C) on Lower Slip Plate of Unibase (A) to check for warpage and level of slip plates.
3. Visually check all welds and castings for fractures or other damage.
4. When assured both Lower Slip Plate (A) and Upper Slip Plate (C) are reusable employ new or reused hardware (B)

NOTE: Install with the widest bearing
surface of the stabilizing wing

4 )
. J/
4 )
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parallel with the face of the sign. with NEW Redi-Torque Bolts (B1) then follow installation procedures, starting with STEP B.
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GENERAL TCP NOTES & TABLES

GENERAL NOTES: 12. SIDEWALK CLOSED SIGNS ARE TO BE PRESENT ANYTIME A PEDESTRIAN WALKWAY IS CLOSED.
1.  ALL WORK AND MATERIALS SHALL COMPLY WITH THE LATEST EDITION OF THE MANUAL OF UNIFORM TRAFFIC CONTROL 13. WHERE IT HAS BEEN DETERMINED THAT THE ACCOMMODATION OF PEDESTRIANS WITH DISABILITIES IS NECESSARY, SIGNS
DEVICES (MUTCD) AND IOWA DEPARTMENT OF TRANSPORTATION STANDARDS. SHALL BE MOUNTED AND PLACED IN ACCORDANCE WITH SECTION 4.4 OF THE “AMERICANS WITH DISABILITIES ACT
2. ALL STRIPING AND MARKINGS SHALL CONFORM TO THE STATE OF IOWA DEPARTMENT OF TRANSPORTATION STANDARD PLANS ACCESSIBILITY GUIDELINES FOR BUILDINGS AND FACILITIES (ADAAG)"
AND STANDARD SPECIFICATIONS. 14. EXACT LOCATION AND TYPE OF CONSTRUCTION SIGNS SHALL BE DIRECTED BY THE CONTRACTOR BASED UPON
3. TRAFFIC CONES SHALL NOT INTERFERE WITH EXISTING DRIVEWAYS, SCHOOL ZONES, OR BUS STOPS. CONSTRUCTION CONDITIONS.
4. ALL TEMPORARY TRAVEL LANES SHALL BE A MINIMUM OF 10" WIDE. 15. MOVE DELINEATORS AND/OR CONES TO SIDEWALK DURING NON-WORKING HOURS. REMOVE BARRICADES ETC., FROM TRAVEL
5. FLASHING YELLOW BEACONS, TYPE "B", SHALL BE USED ON ALL W20-1 SIGNS AND ON ALL TYPE Ill BARRICADES GUARDING THE LANE.
WORK OVERNIGHT. 16. REMOVE OR TURN OFF SIGNS DURING NON-WORKING HOURS.
ALL SIGNS SHALL BE REFLECTORIZED AND STANDARD SIZE. 17. ALL CONFLICTING LINES, EXISTING CURB PAINT, AND MARKINGS SHALL BE REMOVED BY WET SANDBLASTING OR OTHER
ALL TUBULAR DELINEATORS AND CONES SHALL BE 28" MINIMUM HEIGHT, REFLECTORIZED AND MAINTAINED ERECT IN THE APPROVED METHOD PRIOR TO INSTALLATION OF NEW/TEMPORARY STRIPING. ALL CONFLICTING RAISED PAVEMENT MARKERS
INDICATED POSITION AT ALL TIMES, AND SHALL BE REPAIRED, REPLACED, OR CLEANED AS NECESSARY TO PRESERVE THEIR SHALL BE REMOVED. PAVEMENT THAT IS DAMAGED DUE TO REMOVAL OF MARKERS SHALL BE REPAIRED TO THE SATISFACTION
APPEARANCE AND CONTINUITY, AND SHALL INCLUDE A 12" HIGH-INTENSITY REFLECTORIZED SLEEVE.. OF THE CITY ENGINEER AND/OR STATE INSPECTOR.
8. THE CONTRACTOR SHALL MAINTAIN, ON A CONTINUOUS BASIS, ALL SIGNS, DELINEATORS, BARRICADES, ETC., TO ENSURE 18. DIMENSIONS BASED ON RECORD DRAWINGS AND NOT A SURVEY.
PROPER FLOW AND SAFETY OF TRAFFIC DURING CONSTRUCTION. 19. TIME OF LANE CLOSURE TO BE IN ACCORDANCE WITH REQUIREMENTS OF JURISDICTION.
9. THE CONTRACTOR SHALL HAVE SIGNS, DELINEATORS, BARRICADES, ETC., PROPERLY INSTALLED PRIOR TO COMMENCING 20. ADDITIONAL ADVANCED FLAGGERS MAY BE REQUIRED. FLAGGER SHOULD STAND IN A CONSPICUOUS PLACE, BE VISIBLE TO
CONSTRUCTION. APPROACHING TRAFFIC. PLACE A MINIMUM OF FOUR CONES AT 40-FT INTERVAL IN ADVANCE OF FLAGGER STATION AS SHOWN.
10. CONSTRUCTION OPERATIONS SHALL BE CONDUCTED IN SUCH A MANNER AS TO CAUSE AS LITTLE INCONVENIENCE AS 21. TABLES AND SIGNAGE DISPLAYED SHALL COMPLY WITH THE LATEST EDITION OF THE MANUAL OF UNIFORM TRAFFIC CONTROL
POSSIBLE TO ABUTTING PROPERTY OWNERS. DEVICES (MUTCD) CHAPTER 6.

11. ADDITIONAL TRAFFIC CONTROLS, TRAFFIC SIGNS OR BARRICADING MAY BE REQUIRED IN THE FIELD. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR THE PLACEMENT OF ANY ADDITIONAL DEVICES NECESSARY TO ASSURE THE SAFETY TO THE PUBLIC AT
ALL TIMES DURING CONSTRUCTION.

TABLE 6C-1. RECOMMENDED ADVANCE TABLE 6C-2. STOPPING SIGHT TABLE 6C-3. TAPER LENGTH CRITERIA FOR
U DISTANCE AS A FUNCTION OF SPEED TEMPORARY TRAFFIC CONTROL ZONES
WARNING SIGN MINIMUM SPACING
SPEED (MPH) DISTANCE (FT) TYPE OF TAPER TAPER LENGTH
DISTANCE BETWEEN SIGNS** (FT) 20 115 MERGING TAPER AT LEAST L
ROAD TYPE
A B c 25 155 SHIFTING TAPER AT LEAST 0.5 L
URBAN (LOW SPEED)* 100 100 100 30 200 SHOULDER TAPER AT LEAST 0.33 L
URBAN (HIGH SPEED)* 350 350 350 35 250 ONE-LANE, TWO-WAY TRAFFIC TAPER | 50 FT MINIMUM, 100 FT MAXIMUM
RURAL 500 500 500 40 305 DOWNSTREAM TAPER 50 FT MINIMUM, 100 FT MAXIMUM
EXPRESSWAY / FREEWAY 1000 1500 2640 45 360 NOTE: USE TABLE 6C-4 TO CALCULATE L
*  SPEED CATEGORY TO BE DETERMINED BY HIGHWAY AGENCY 50 425 TABLE 6C-3. TAPER LENGTH CRITERIA FOR
*  THE COLUMN HEADING A,B AND C ARE THE DIMENSION SHOWN IN 55 495
FIGURES 6H-1 THROUGH 6H-46 IN CHAPTER 6H OF THE MUTCD. THE A o s TEMPORARY TRAFFIC CONTROL ZONES
DIMENSION IS THE DISTANCE FROM THE TRANSITION OR POINT OF
RESTRICTION TO THE FIRST SIGNS. THE B DIMENSION IS THE DISTANCE 65 645 SPEED () TAPER LENGTH (L) IN FEET(FT)
BETWEEN THE FIRST AND SECOND SIGNS.THE C DIMENSION IS THE -
DISTANCE BETWEEN THE SECOND AND THIRD SIGNS. (THE "FIRST SIGN" 70 730 40 MPH OR LESS L = WS2/60
IS THE SIGN IN A THREE-SIGN SERIES THAT IS CLOSEST TO THE TTC - 45 MPH OR MORE L=Wws
ZONE. THE "THIRD SIGN" IS THE SIGN THAT IS FURTHEST UPSTREAM POSTED SPEED, OFF-PEAK 85TH-PERCENTILE
FROM THE TTC ZONE.) SPEED PRIOR TO WORK STARTING, OR THE YHERE: ;: 5825255’;(;;3 II_’TMF; OR OFF-PEAK svng:Hv-v;ETRgg:T?LFEFzggrl:’\[‘) ETR|0R TO WORK STARTING
ANTICIPATED OPERATING SPEED OR THE ANTICIPATED OI:;ERATING SPEED IN MPH '
\V4 \( AY4 V(rRev| DATE | BY | DEScrIPTION ){
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2009 Edition Page 637

Figure 6H-1. Work Beyond the Shoulder (TA-1)

Note: See Tables 6H-2 and 6H-3 for the meaning
of the symbols and/or letter codes used in
this figure.

Typical Application 1

December 2009 Sect. 6H.01
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	County: Polk
	Name of Governmental Authority: Polk City PD
	Approval is requested for authority to install and maintain a traffic control device at the following location: #01 W Bridge @ City Limits EB

#03 NW Polk City Dr @ NW 44th St WB
	The traffic control shall function as follows: Installation of 2 solar power ALPR cameras in DOT ROW on behalf of Polk City PD 
	Name/Signature: 
	Title (Mayor, Clerk, or Engineer: Permitting Manager
	CONDITION AND/OR RESTRICTIONS: 
	State Traffic Engineer,: 
	Date: 


