
IOWA DEPARTMENT OF TRANSPORTATION 
District 2 Office 

428 43rd St SW 
Mason City, IA 50401 

563-380-0106 
www.iowadot.gov 

 

 
January 22, 2024 

 
Chris Schveiger 
Fayette County Sheriff’s Office 
220 N Industrial Pkwy 
West Union, IA 52175 
 
 

 

 
Good morning: 
 
Attached is your approved Utility Accommodation Permit/Application and Agreement to Perform Work Within State 
Highway Right-of-Way along IA 150 according to project plans, IDOT Standard Specifications, and the Policy for 
Accommodating and Adjustment of Utilities on the Primary Road System. 
 
 

10 DAYS PRIOR to commencing permitted work, permit holder and/or their subcontractor shall respond with a “REPLY 
ALL” to THIS EMAIL and provide the following: 

• 24 hr. contact name & phone number for the crew on site. 
• Actual dates/times the crew will be on site for the permitted work. 
(Please note work on site may not be allowed if notification is less than 48 hours) 

• If a lane closure is necessary, provide date CARS 511 was contacted for notification. 
 
 
 

In addition to the standard permit application requirements, the following special requirements shall apply to this 
permit: 

 
• NA 

 
As a reminder: 

• All personnel in the highway right-of-way shall always wear ANSI 107 Class 2 apparel when exposed to traffic or 
construction equipment. 

• A copy of the approved permit shall be always available on the job site for examination by Department personnel. 
• Unless specifically noted in the Special Requirements section, all work performed with the right-of-way shall be 

restricted to 30 minutes after sunrise to 30 minutes before sunset. 
• All disturbed soils/grasses shall be graded/seeded/restored to the original condition upon completion of the 

permitted work. 
 

 
 
The permit’s expiration/completion date is 1/22/2026. 

 

http://www.iowadot.gov/


IOWA DEPARTMENT OF TRANSPORTATION 
District 2 Office 

428 43rd St SW 
Mason City, IA 50401 

563-380-0106 
www.iowadot.gov 

 

 
If you should have any questions, please contact me. 

 
 

Thank You, 
 
 

 
Nick Sorenson 
Engineering Operations Technician 
District 2 Engineering Staff- Mason City 
Iowa Department of Transportation 
428 43rd St SW 
Mason City, IA 50401 
641-394-3161 office 
563-380-0106 mobile 
Nicholas.sorenson@iowadot.us 

 

http://www.iowadot.gov/
mailto:Nicholas.sorenson@iowadot.us
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Acceptable Clear-zone Distances (feet). 

 FORESLOPES BACKSLOPES 

design speed design ADT 6:1 or 
flatter 

Steeper than 6:1, 
up to and 

including 4:1 

Steeper 
than 4:1 

Steeper 
than 4:1* 

4:1 or 
flatter, up to 

6:1 

6:1 or 
flatter 

40 mph or less 

ADT < 750 7 7 ** 7 7 7 
750 ≤ ADT < 1500 10 12 ** 10 10 10 
1500 ≤ ADT < 6000 12 14 ** 12 12 12 
ADT ≥ 6000 14 16 ** 14 14 14 

45 – 50 mph 

ADT < 750 10 12 ** 8 8 10 
750 ≤ ADT < 1500 14 16 ** 10 12 14 
1500 ≤ ADT < 6000 16 20 ** 12 14 16 
ADT ≥ 6000 20 24 ** 14 18 20 

55 mph 

ADT < 750 12 14 ** 8 10 10 
750 ≤ ADT < 1500 16 20 ** 10 14 16 
1500 ≤ ADT < 6000 20 24 ** 14 16 20 
ADT ≥ 6000 22 26 ** 16 20 22 

60 mph 

ADT < 750 16 20 ** 10 12 14 
750 ≤ ADT < 1500 20 26 ** 12 16 20 
1500 ≤ ADT < 6000 26 30 ** 14 18 24 
ADT ≥ 6000 30 30 ** 20 24 26 

65 – 70 mph 

ADT < 750 18 20 ** 10 14 14 
750 ≤ ADT < 1500 24 28 ** 12 18 20 
1500 ≤ ADT < 6000 28 30 ** 16 22 26 
ADT ≥ 6000 30 30 ** 22 26 28 

 
 
* Backslopes as steep as 2.5:1 can be considered as part of the clear zone, as long as they are relatively smooth and do not 
contain any fixed objects.  Refer to Section 8A-4 of the Design Manual for information regarding backslopes steeper than 2.5:1. 

** Since a vehicle traveling on a slope steeper than 4:1 is likely to be diverted to the bottom of the slope, the width of any slope 
steeper than 4:1 cannot be counted in the clear zone determination. Refer to Section 8A-2 of the Design Manual for information 
on providing clear recovery areas at the base of steep slopes.   
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Clear-zone Distances for Highways  
For freeways, expressways, rural two-lane highways, and transitional facilities, select the design clear-
zone distance from the appropriate clear zone table, using the mainline volume. For ramps that are 
separate from the mainline, use the ramp volume. Ramp tapers and auxiliary lanes are special cases 
and will be discussed later in this section. Note that since traffic speeds, traffic volumes, horizontal 
curvature, and roadside geometry can all vary throughout a corridor, clear-zone distances must be 
determined for each distinct roadway segment. 

 
Preferred Clear-zone Distances (feet). 

 FORESLOPES BACKSLOPES 

design speed design ADT 6:1 or 
flatter 

Steeper than 6:1, 
up to and 

including 4:1 

Steeper 
than 4:1 

Steeper 
than 4:1* 

4:1 or 
flatter, up to 

6:1 

6:1 or 
flatter 

40 mph or less 

ADT < 750 10 10 ** 10 10 10 
750 ≤ ADT < 1500 12 14 ** 12 12 12 
1500 ≤ ADT < 6000 14 16 ** 14 14 14 
ADT ≥ 6000 16 18 ** 16 16 16 

45 – 50 mph 

ADT < 750 12 14 ** 10 10 12 
750 ≤ ADT < 1500 16 20 ** 12 14 16 
1500 ≤ ADT < 6000 18 26 ** 14 16 18 
ADT ≥ 6000 22 28 ** 16 20 22 

55 mph 

ADT < 750 14 18 ** 10 12 12 
750 ≤ ADT < 1500 18 24 ** 12 16 18 
1500 ≤ ADT < 6000 22 30 ** 16 18 22 
ADT ≥ 6000 24 32 ** 18 22 24 

60 mph 

ADT < 750 18 24 ** 12 14 16 
750 ≤ ADT < 1500 24 32 ** 14 18 22 
1500 ≤ ADT < 6000 30 40 ** 18 22 26 
ADT ≥ 6000 32 44 ** 22 26 28 

65 – 70 mph 

ADT < 750 20 26 ** 12 16 16 
750 ≤ ADT < 1500 26 36 ** 16 20 22 
1500 ≤ ADT < 6000 32 42 ** 20 24 28 
ADT ≥ 6000 34 46 ** 24 30 30 

 
 
* Backslopes as steep as 2.5:1 can be considered as part of the clear zone, as long as they are relatively smooth and do not 
contain any fixed objects.  Refer to Section 8A-4 of the Design Manual for information regarding backslopes steeper than 2.5:1. 

** Since a vehicle traveling on a slope steeper than 4:1 is likely to be diverted to the bottom of the slope, the width of any slope 
steeper than 4:1 cannot be counted in the clear zone determination. Refer to Section 8A-2 of the Design Manual for information 
on providing clear recovery areas at the base of steep slopes.   
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http://www.iowadot.gov/erl/current/GS/content/1107.htm
http://www.iowadot.gov/erl/current/GS/content/1107.htm
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https://iowadot.gov/design/SRP/IndividualStandards/tc214.pdf
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